Attachment A

Recommended Conditions of Consent
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Terms and Reasons for Conditions

Under section 88(1)(c) of the EP&A Regulation, the consent authority must provide the
terms of all conditions and reasons for imposing the conditions other than the conditions
prescribed under section 4.17(11) of the EP&A Act. The terms of the conditions and

reasons are set out below.

GENERAL CONDITIONS

(1) APPROVED DEVELOPMENT

(a) Development must be in accordance with Development Application No.

D/2023/962 dated 8 November 2023:

Drawing Number | Drawing Name Date
4699DP02 Proposed Subdivision 27 August 2024

of Lot 4 in DP 1236425

and Lot 6 in DP

1262184
PD-4A-L-101 D Landscape Masterplan | 2 August 2024
PD-4A-L-301 D Hardscape Plan (1 of 5) | 2 August 2024
PD-4A-L-302 D Hardscape Plan (2 of 5) | 2 August 2024
PD-4A-L-303 D Hardscape Plan (3 of 5) | 2 August 2024
PD-4A-L-304 D Hardscape Plan (4 of 5) | 2 August 2024
PD-4A-L-305 D Hardscape Plan (5 of 5) | 2 August 2024
PD-4A-L-400 D Planting Schedule 2 August 2024
PD-4A-L-401 D Softworks Plan (1 of 5) | 2 August 2024
PD-4A-L-402 D Softworks Plan (2 of 5) | 2 August 2024
PD-4A-L-403 D Softworks Plan (3 of 5) | 2 August 2024
PD-4A-L-404 D Softworks Plan (4 of 5) | 2 August 2024
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Drawing Number | Drawing Name Date

PD-4A-L-405 D Softworks Plan (5 of 5) | 2 August 2024
PD-4B-L-101 D Landscape Masterplan | 2 August 2024
PD-4B-L-301 D Hardscape Plan (1 of 5) | 2 August 2024
PD-4B-L-302 D Hardscape Plan (2 of 5) | 2 August 2024
PD-4B-L-303 D Hardscape Plan (3 of 5) | 2 August 2024
PD-4B-L-304 D Hardscape Plan (4 of 5) | 2 August 2024
PD-4B-L-305 D Hardscape Plan (5 of 5) | 2 August 2024
PD-4B-L-400 D Planting Schedule 2 August 2024
PD-4B-L-401 D Softworks Plan (1 of 6) | 2 August 2024
PD-4B-L-402 D Softworks Plan (2 of 6) | 2 August 2024
PD-4B-L-403 D Softworks Plan (3 of 6) | 2 August 2024
PD-4B-L-404 D Softworks Plan (4 of 6) | 2 August 2024
PD-4B-L-405 D Softworks Plan (5 of 6) | 2 August 2024
PD-4B-L-406 D Softworks Plan (6 of 6) | 2 August 2024

P4_DACO0101 7

Specification Notes

2 August 2024

P4_DAC0201 7

General Arrangement
Plan

2 August 2024

P4_DACO0401 7

Typical Cross Section

2 August 2024

P4_DAC2001 6

Bulkearthworks Cut
and Fill Plan

2 August 2024

P4_DAC2201 6

Bulkearthworks Cut
and Fill Sections —
Sheet 01

2 August 2024
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Drawing Number

Drawing Name

Date

P4_DAC2202 6

Bulkearthworks Cut
and Fill Sections —
Sheet 02

2 August 2024

P4_DAC3001 7

Siteworks and
Stormwater
Management Plan —
Sheet 01

2 August 2024

P4_DAC3002 7

Siteworks and
Stormwater
Management Plan —
Sheet 02

2 August 2024

P4_DAC3003 8

Siteworks and
Stormwater
Management Plan —
Sheet 03

2 August 2024

P4_DAC3004 8

Siteworks and
Stormwater
Management Plan —
Sheet 04

2 August 2024

P4_DAC3201 5

Temporary Pavement
Plan — Sheet 01

2 August 2024

P4 DAC3202 5

Temporary Pavement
Plan — Sheet 02

2 August 2024

2312-DA001 O

Materials Schedule

22 September
2023

2312-DA003 0

Proposed Plan

22 September
2023

2312-DA004 0

Proposed Roof Plan

22 September
2023

2312-DA005 0

East Elevation

West Elevation

22 September
2023

2312-DA005 0

North Elevation

South Elevation

22 September
2023
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)

Drawing Number | Drawing Name Date

2312-DA007 0 Section and Detail 22 September

Section 2023

and as amended by the conditions of this consent.

Reason

To ensure all parties are aware of the approved plans and supporting
documentation that applies to the development.

STAGED CONSTRUCTION

The works may be carried out in stages, with relevant conditions being
satisfied prior to the issue of a relevant Construction Certificate or
Subdivision Works Certificate, where specified in the conditions of consent,
for each stage as detailed in the table below.

Certificate Stage

Description

Subdivision
Works Certificate
- Stage 1

Bulk excavation, cut and fill, remediation works, culvert
and below ground utilities.

Subdivision
Works Certificate
- Stage 2

Kooka Walk and Macdonald Street (including
signalisation of Mitchell Road intersection)

Subdivision
Works Certificate
- Stage 3

McPherson Park — works including:
¢ Landscaping
e Footpaths and paving areas
¢ Play equipment and picnic areas
e Park furniture and fixtures
e Wall and shade structures

e Services, irrigation and lighting

Construction
Certificate

BBQ and Amenities Building

Reason

To set out the staging of works for this consent.
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®3)

DESIGN MODIFICATIONS

Amended plans and revised documentation is required to be submitted
incorporating the following design modifications for McPherson Park:

@)

(b)

(©)

(d)

(e)

()

()]

(h)

(i)

0

Reduce the capacity of stormwater detention basin by no more than
outlined in the Flood Advice prepared by Stantec dated 3 December
2024 (Council ref: 2025/010853). The lawn levels are to be raised and
one row of terracing along the western side of the lawn deleted.

The revised design is to be supported with a revised flood impact
assessment report prepared by an experienced and qualified hydraulic
engineer demonstrating no flooding impacts within or into neighbouring
lots.

Revised bulk excavation and cut and fill diagrams are to be provided.

Increase the width of the children playground areas consequently to
design modification (a).

Delete the timber viewing deck structures and replace with brick paved
pathways ramping down to the lawn area from the children’s play areas.

Provide stair and/or ramps, integrated with the terrace, between all
playgrounds and picnic areas to the lawn area.

Provide a ‘desire’ line entry into the northwestern corner of the park

Widen the southeastern entry into the park to create legible entries to
the lawn area and picnic area. This may involve the deletion of an area
of mass planting.

Widen the eastern entries into the park (from Foundry Street). This may
involve the deletion of an areas of mass planting.

Resolve levels (timber decking adjacent picnic area and BBQ and
amenities structures) to minimise level changes and improve
accessibility.

Provide a revised schedule of play equipment and accompanying
amended plans which provides a diverse play offering for various age
groups and commensurate with a neighbourhood scale park, including
accessible/inclusive play equipment.

Modify the roof over the BBQ and amenities building to ensure weather
protection is provided and delete the secondary (lower) roof over the
WCs.

The above modifications are to be submitted to and approved by Council’s
Area Planning Manager prior to the issue of any Subdivision Works Certificate
or Construction Certificate.

Reason

To require amendments to the approved plans and supporting documentation
following assessment of the development.
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(4)

®)

(6)

()

COMPLIANCE WITH VOLUNTARY PLANNING AGREEMENT

The terms of the planning agreement registered as Dealing AM746494 and
the Variation to the VPA registered as Dealing AP549072 must be complied
with.

Reason
To ensure the development complies with all terms of the planning agreement.
LAND SUBDIVISION - SUBDIVISION CERTIFICATE

Plan of subdivision and the issue of a Subdivision Certificate under Section
6.15 of the Environmental Planning and Assessment Act 1979 will require a
separate application through the NSW Planning Portal to Council.

Reason
To ensure an application is made for the issue of a Subdivision Certificate.
LAND SUBDIVISION — ENCROACHING AND/OR SHARED SERVICES

All pipes, service lines and the like servicing each lot shall be contained within
their respective lots or, if any service lines encroach upon adjoining lots within
or adjoining the subdivision, or are shared by more than one lot, appropriate
easements must be created, pursuant to Section 88B of the Conveyancing Act
1919, over the service lines where any such encroachment or shared situation
occurs.

In particular, the location of any water, sewerage or stormwater drainage lines
must be determined and, if necessary, a suitable easement must be created
where any such encroachment or shared situation occurs.

Prior to the issue of a subdivision certificate, the surveyor must provide a report
(to be submitted with the final plan of subdivision) confirming all such service
lines are either located within their respective allotments or will be addressed
by an appropriate easement, which will also be shown on the final plan of
subdivision.

Whole of lot easements for stratum lots may be used if so desired, except for
rights of carriageway, and easements related to garbage storage and
collection, which must be defined by bearing and distance on the subdivision
plan.

Reason

To ensure that shared services are formalised on title.

SECTION 88B INSTRUMENT

Any easements, rights of way, restrictions on the use of land, and positive
covenants required as a consequence of the subdivision are to be created
pursuant to Section 88B of the Conveyancing Act, 1919 and to Council’s
satisfaction

Reason: To ensure the orderly development of land
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(8)

9)

(10)

ASSOCIATED ROADWAY COSTS

All costs associated with the construction of any new road works including kerb
and gutter, road pavement, drainage system and footway shall be borne by
the developer. The new road works must be designed and constructed in
accordance with the City’s “Sydney Streets Technical Specification” including
amendments and “Sydney Streets Design Code.”

Reason

To ensure all roadway works are designed and constructed in accordance with
Council requirements.

COST OF SIGNPOSTING

All costs associated with signposting for any kerbside parking restrictions and
traffic management measures associated with the development shall be borne
by the developer.

Reason
To ensure all associated roadway works costs are borne by the developer.
PUBLIC ART

Public art must be installed to the City’s satisfaction prior to the issue of the
Subdivision Certificate.

(@) Arevised Preliminary Public Art Plan is to be submitted to, and approved
by Council’s Executive Director City Planning, Development and
Transport prior to the issue of Subdivision Works Certificate — Stage 3.
The Preliminary Public Art Plan is to incorporate the feedback from the
Public Art Advisory Panel, and that the artworks for McPherson Park and
Block E will be development in tandem

(b) A Detailed Public Art Plan with final details of the proposed public artwork
must be submitted to and approved by Council’'s Executive Director City
Planning, Development and Transport prior to issue of Subdivision
Works Certificate — Stage 3.

(c) Public artwork must be installed to the City’s satisfaction, inspected, and
approved and the Final Public Art Report submitted and approved by
Council’s Area Planning Manager prior to the dedication of the land to
Council.

Note: Public Art must be reviewed and endorsed by the City’s Public Art
Team and/or the Public Art Advisory Panel prior to submission for Council
approval. Further information is available online at
http://www.cityofsydney.nsw.gov.au/explore/arts-and-culture/public-art
Please contact the Public Art Team at
publicartreferrals@cityofsydney.nsw.gov.au for further information.

Reason

To ensure public art is installed to the City’s satisfaction.
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(11)

(12)

(13)

TREE PLANTING

The landscape design should include the use of continuous trenches for tree
pits and the installation of all services is to be underground.

The following soil volume requirements must be included in the design for
successful long-term tree establishment:

(a) Large Trees (canopy diameter of up to 16 metres at maturity) require a
minimum soil volume of 150 cubic metres, minimum soil depth of 1.5
metres and minimum soil area 10 metres x 10 metres.

(b) Medium Trees (canopy diameter of up to 8 metres at maturity) require a
minimum soil volume of 35 cubic metres, minimum soil depth of 1.2
metre and minimum soil area 6 metres x 6 metres.

(c) Small Trees (canopy diameter of up to 4 metres at maturity) require a
minimum soil volume of 9 cubic metres, minimum soil depth of 1.2
metres and minimum soil area 4 metres x 4 metres.

except where otherwise approved by Council.

Reason: To ensure the development is appropriately designed to
accommodate adequate tree planting.

MATERIALS AND SAMPLES BOARD - BBQ and Amenities Building

A physical material sample board which specifies all proposed materials,
finishes and colours, (including visible rainwater goods and services) for the
BBQ and Amenities Building keyed to each building elevation must be
submitted to and approved by Council’s Area Planning Manager prior to the
issue of the Construction Certificate being issued for the BBQ and Amenities
building.

The materials and samples board must not include generic material or colour
descriptions or use terminology such as ‘or similar’.

Reason

To require the submission of a materials and samples board following
assessment of the development.

NO OBSTRUCTIONS

All public footways and paths of travel must be free from obstructions. If
services are required to be relocated to clear paths of travel then this must be
undertaken at the developer's expense. All obstructions are to be removed
prior to the dedication of the land to Council.

Reason

To ensure there are no obstructions on public footways and paths of travel.
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(14)

(15)

(16)

17

TACTILE GROUND SURFACE INDICATORS AND HANDRAILS

All tactile ground surface indicators, handrails and other elements required to
provide access into the building / property must be located entirely within the
private property boundary.

Reason

To ensure ground surface indicators, handrails and other elements required to
provide access into the building/property are appropriately located.

PAVING MATERIALS

The surface of any material used or proposed to be used for the paving of
colonnades, thoroughfares, plazas, arcades and the like which are used by the
public must comply with AS/NZS 4586:2004 (including amendments) "Slip
resistance classification of new pedestrian surface materials".

Reason
To ensure appropriate and safe paving materials are used.

TEMPORARY GROUND ANCHORS, TEMPORARY SHORING AND
PERMANENT BASEMENT / RETAINING WALLS AFFECTING THE ROAD
RESERVE

For temporary shoring including ground anchors affecting the existing or future
road reserve, a separate application must be submitted to and approved by
Council.

Note: Information and downloadable forms may be found on the City's website
in the 'Construction permits and approvals section.

Reason: To ensure that approval under the Roads Act is obtained.
REMEDIATION FOR LAND DEDICATION

Any contaminants remaining on land to be dedicated to Council must be
covered by a marker layer and be capped by a minimum 1.5m depth of clean
fill below the topmost surface of the future road or park. The marker layer must
be installed below any inground services including the culvert.

The Site Auditor is required to submit an interim report to Council’s Area
Planning Manager for approval after the remediation has been completed
under this development consent and prior to the construction of the future
public domain works confirming the depth and the placement of the marker
layer.

Reason: To ensure remediation has been satisfactorily completed.
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(18)

(19)

(20)

LAND REMEDIATION

The site is to be remediated and validated in accordance with the Remedial
Action Plan prepared by JBS&G dated 25 July 2024, reference number
153911 Rev 1 and the Letter of Interim Advice or Section B Site Audit
Statement prepared by NSW Environment Protection Authority accredited Site
Auditor Rowena Salmon of Ramboll dated 4 August 2024 and reference
318001756. All remediation work carried out shall be conducted in accordance
with the guidelines in force from time to time under the Contaminated Land
Management Act 1997.

Any new information which comes to light during remediation, demolition or
construction works which has the potential to alter previous conclusions about
site contamination must be immediately notified to the Council's Area Planning
Manager, the Site Auditor, and the Principal Certifier.

Any variations to the approved Remediation Action Plan must be approved in
writing by the Site Auditor and Council's Area Coordinator Planning
Assessments / Area Planning Manager prior to the commencement of such
work.

Reason
To ensure that the site is appropriately remediated.
COMPLIANCE WITH ACID SULFATE MANAGEMENT PLAN

All recommendations contained in the Acid Sulfate Soils Management Plan
prepare by JBS&G, reference 64092/149982 (Rev A) dated 8 March 2024
must be implemented, including the following:

(@) Insert relevant particulars from ASSMP where applicable.

Reason

To ensure that Acid Sulphate Soils are appropriately managed.

AUSGRID OVERHEAD POWERLINE IN VICINITY OF THE DEVELOPMENT

The developer should refer to SafeWork NSW Document — Work Near
Overhead Powerlines: Code of Practice. This document outlines the minimum
separation requirements between electrical mains (overhead wires) and
structures within the development site throughout the construction process. It
is a statutory requirement that these distances be maintained throughout the
construction phase.

Consideration should be given to the positioning and operating of cranes,
scaffolding, and sufficient clearances from all types of vehicles that are
expected to be entering and leaving the site.

The “as constructed” minimum clearances to the mains must also be
maintained. These distances are outlined in the Ausgrid Network Standard,
NS220 Overhead Design Manual. This document can be sourced from
Ausgrid’'s website at www.ausgrid.com.au.
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(21)

It is the responsibility of the developer to verify and maintain minimum
clearances onsite. In the event where minimum safe clearances are not able
to be met due to the design of the development, the Ausgrid mains may need
to be relocated in this instance. Any Ausgrid asset relocation works will be at
the developer’s cost.

Additional information can be found in the Ausgrid Quick Reference Guide for
Safety Clearances “Working Near Ausgrid Assets - Clearances". This
document can be found by visiting the following Ausgrid website:
www.ausgrid.com.au/Your-safety/Working-Safe/Clearance-enquiries.

SYDNEY WATER CONDITION - SECTION 73 COMPLIANCE
CERTIFICATE

A compliance certificate must be obtained from Sydney Water, under Section
73 of the Sydney Water Act 1994. Our assessment will determine the
availability of water and wastewater services, which may require extensions,
adjustments, or connections to our mains. Make an early application for the
certificate, as there may be assets to be built and this can take some time. A
Section 73 Compliance Certificate must be obtained before an Occupation or
Subdivision Certificate will be issued.

Applications can be made either directly to Sydney Water or through a Sydney
Water accredited Water Servicing Coordinator.

Go to the Sydney Water website or call 1300 082 746 to learn more about
applying through an authorised WSC or Sydney Water.

Reason:

Sydney Water requirement.
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BUILDING WORK

BEFORE ISSUE OF A SUBDIVISION WORKS CERTIFICATE

(22)

(23)

OR CONSTRUCTION CERTIFICATE

SITE AUDIT STATEMENT

Prior to the issue of Subdivision Works Certificate — Stage 2 or a Construction
Certificate associated with the development (excluding building work directly
related to remediation), a Section A Site Audit Statement must be obtained
from a NSW Environment Protection Authority accredited Site Auditor and
submitted to the Council's Area Planning Manager at email address:-

hbapplications@cityofsydney.nsw.gov.au

The Site Audit Statement must confirm that the site has been remediated in
accordance with the approved Remedial Action Plan and clearly state that site
is suitable for the proposed use.

(@) Incircumstances where the Site Audit Statement is subject to conditions
that require ongoing review by the Auditor or Council, these must be
reviewed and approved by the Council's Health and Building Unit in
writing through the Area Planning Manager before the Site Audit
Statement is issued.

(b) In circumstances where the Site Audit Statement conditions (if
applicable) are not consistent with the consent, the development must
not proceed until the inconsistency has been resolved to the satisfaction
of Council (such as via a S4.55 modification of the consent pursuant to
the provisions of the Environmental Planning & Assessment Act 1979).

(¢) No Occupation Certificate is to be issued by the Principal Certifier
unless a Site Audit Statement has been submitted to and approved by
Council in accordance with this condition.

Reason
To ensure that the site is appropriately remediated.

REGISTRATION OF PLAN OF SUBDIVISION DEDICATING PART OF
MACDONALD STREET

Prior to the issue of any subdivision works certificate or construction certificate,
the Plan of Subdivision dedicating parts of MacDonald Street with subdivision
certificate number 2021/33 dated 19 January 2022 must be registered with the
office of NSW Land Registry Services. A copy of the registered subdivision
must be provided prior to the issue of any subdivision works certificate or
construction certificate for the development.

Reason

To dedicate constructed components of MacDonald Street currently in use by
the public, and to provide appropriate access to the development
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(24) DEMOLITION, EXCAVATION AND CONSTRUCTION NOISE AND
VIBRATION MANAGEMENT PLAN

A site-specific noise management plan must be submitted to the Council for
comment and approval prior to issue of any Construction Certificate.The Plan
must be prepared by a suitably qualified acoustic consultant who is a person
who possesses the qualifications to join the Australian Acoustic Society,
Institution of Engineers Australia (grade of member) or the Association of
Australasian Acoustic Consultants (grade of member firm).The plan must
include but not be limited to the following:-

@)
(b)

(©)

(d)

(e)

()

()]

(h)

identification of noise sensitive receivers near to the site.

A prediction as to the level of noise impact likely to affect the nearest
noise sensitive receivers from the use and proposed number of high
noise intrusive appliances intended to be operated onsite. A statement
should also be submitted outlining whether or not predicted noise levels
will comply with the noise criteria stated within the City of Sydney
Construction Hours /Noise Code of Practice 1992 for the typical
construction hours of 07.00am to 7.00pm. Where resultant site noise
levels are likely to be in exceedance of this noise criteria then a suitable
proposal must be given as to the duration and frequency of respite
periods that will be afforded to the occupiers of neighbouring property.

A representative background noise measurement (Lago, 15 minute) Should
be submitted, assessed in the vicinity of any potentially affected receiver
locations, and measured in accordance with AS 1055:1.2.1997.

Confirmation of the level of community consultation that has/is and will
be undertaken with Building Managers/ occupiers of the main adjoining
noise sensitive properties likely to be most affected by site works and
the operation of plant/machinery particularly during the demolition and
excavation phases.

Confirmation of noise monitoring methodology that is to be undertaken
during the main stages of work at neighbouring noise sensitive
properties in order to keep complaints to a minimum and to ensure that
noise from site works complies with the noise criteria contained within
City's Construction Noise Code.

What course of action will be undertaken following receipt of a complaint
concerning offensive noise.

Details of any noise mitigation measures that have been outlined by an
acoustic consultant or otherwise that will be deployed on site to reduce
noise impacts on the occupiers of neighbouring noise sensitive property
to a minimum.

What plant and equipment is to be used on site, the level of sound
mitigation measures to be undertaken in each case and the criteria
adopted in their selection taking into account the likely noise impacts on
the occupiers of neighbouring property and other less intrusive
technologies available.
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(25)

(26)

(27)

Reason

To ensure an adequate construction noise and vibration management plan is
prepared.

CONSTRUCTION TRAFFIC MANAGEMENT PLAN

(@) The Construction Traffic Management Plan accompanying this
Development Application has not been approved by this consent.

(b) A Construction Traffic Management Plan must be submitted to and
approved by Council prior to a Construction Certificate being issued.

(c) The approved plan must be complied with during any demolition and/or
construction work.

Reason
To ensure that the impacts of construction traffic is appropriately managed.
CONSTRUCTION ENVIRONMENTAL MANAGEMENT PLAN

Prior to the issue of a Construction Certificate a Construction Environmental
Management Plan (CEMP) must be prepared by appropriately qualified person
for the site and submitted to Council’'s Area Planning Manager for written
approval. The CEMP must consider all potential environmental impacts from
the approved works including but not limited to sedimentation control,
contamination containment, stockpiles, noise and vibration, odours, and dust
emissions.

All works must be undertaken onsite in accordance with the approved
Construction Environmental Management Plan.

Reason
To ensure that construction is appropriately managed.
DILAPIDATION REPORT - PUBLIC DOMAIN

Prior to an approval for demolition and preparatory works being granted or the
issue of any Construction Certificate, whichever is earlier, a photographic
recording of the public domain site frontages is to be prepared as described in
the Public Domain Manual and submitted for approval by Council’s Public
Domain Unit. The City’s Public Domain Manual is available for download from
the City’s website at https://www.cityofsydney.nsw.gov.au/

The submission is to include written confirmation, issued with the authority of
both the applicant and the photographer that the City of Sydney is granted a
perpetual non-exclusive license to make use of the copyright in all images
supplied, including the right to make copies available to third parties as though
they were Council images. The signatures of both the applicant and the
photographer must be included.
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(28)

(29)

Reason

To establish and document the condition of the public domain for comparison
as building work progresses and is completed.

PUBLIC DOMAIN DAMAGE BOND

(@) A Public Domain Damage Deposit calculated on the basis of 680 square
metres of concrete site frontage must be lodged with Council in
accordance with the City of Sydney’s adopted Schedule of Fees and
Charges. The bond must be provided as security for repairing any
damage to the public domain in the vicinity of the site.

(b)  The City’s Public Domain Unit must be contacted to determine the bond
amount prior to lodgement. The Bond must be lodged with the City prior
to an approval for demolition being granted or any Construction
Certificate being issued, whichever is earlier.

(c) The bond in this condition will be released in full when the Public Domain
Works Security Bond is lodged with the City.

Reason

To allow for the appropriate management and rectification of damage to the
public domain.

SURVEY INFRASTRUCTURE - IDENTIFICATION AND RECOVERY

Under Section 24 of the Surveying and Spatial Information Act 2002, it is an
offence to remove, damage, destroy, displace, obliterate or deface any survey
mark unless authorised to do so by the Surveyor-General. Accordingly, the
applicant must, where possible, ensure the preservation of existing survey
infrastructure undisturbed and in its original state or else provide evidence of
the Surveyor-General’s authorisation to remove or replace marks.

Prior to the issue of any Construction Certificate, documentary evidence must
be prepared by a Registered Surveyor and submitted to and approved by
Council’'s Area Planning Manager / Coordinator. This evidence must include
either:

(@) A copy of any Surveyor-General’s Approval for Survey Mark Removal
granted by NSW Spatial Services for the subject site, including all
documentation submitted as part of that application (for example the
survey mark audit schedule, strategy plan and strategy report); or

(b) A letter, signed by a current NSW Registered Land Surveyor and
including his or her Board of Surveying and Spatial Information (BOSSI)
identification number, stating that all investigations required under
Surveyor-General’s Direction No.11 have been made for the subject site
and that no survey infrastructure will be affected by the proposal.

Council’s Principal Surveyor may request further information and/or add
conditions to any Surveyor-General’s Approval at their discretion.
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(30)

(31)

Reason
To ensure the preservation of existing survey infrastructure.
PUBLIC DOMAIN CONCEPT PLAN

A full set of public domain concept design plans, showing the culvert, all new
roads and intersections and extending a minimum of 5m past the boundary
and to the road centreline, and the new park areas of Kooka Walk and
McPherson Park, must be prepared in accordance with the City’s Public
Domain Manual, Stormwater Drainage Manual, Sydney Streets Code and
Parks Code.

Under Clause 4.2 of Schedule 3 of the VPA, it must be submitted to and
approved by the City’s Public Domain Unit prior to the issue of any
Construction Certificate for the Phase 4 development other than for demolition
or excavation.

The Public Domain Concept Plan is to be submitted and approved by the City’s
Public Domain Unit prior to the issue of any Subdivision Works Certificate.

In addition, the Plan must also address:

(& Allnew and existing service lines and associated pits, including recycled
water, must be designed to integrate seamlessly with the proposed
public domain elements, ensuring no compromise to tree planting
locations or their long-term viability.

(b)  The multiple individual entries featuring paving stones in western side of
Kooka Walk are to be avoided as they create an appearance of
privatising public land. This design is not approved. The applicant must
consolidate or relocate these entries to adjoining streets, or thru site link,
wherever feasible. This is to minimize the impact on the continuous
buffer planting in deep soil along the western boundary of the Kooka
Walk.

Note: A detailed Public Domain Plan will be required prior to construction (refer
to Public Domain Plan Detailed Documentation for Construction condition).

Reason

To ensure public domain works comply with Council’s requirements.
SYDNEY DESALINATION PLANT APPROVAL

Written approval from Sydney Desalination Plant is required prior to the start
of any works over their easement. The Sydney Desalination
Plant approval correspondence shall be submitted to the City’s Public Domain
Unit prior to the issue of any Subdivision Works Certificate.

Reason

Protection of infrastructure
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(32)

(33)

STORMWATER DRAINAGE CULVERT CONCEPT PLAN

A concept plan for stormwater drainage culvert showing horizontal alignment,
cross-sections of existing & proposed culverts with invert levels, details of
transition structures shall be prepared in accordance with Sydney Streets
Technical Specifications and shall be certified by suitably qualified engineer.

The concept plan shall be supported by:

(&) A hydraulic design report by an engineer experienced in the design of
hydraulic structures, which demonstrates using Computational Fluid
Dynamics (CFD) modelling that the culvert bends and junction structures
have been designed in such a way that minimises the hydraulic losses
and achieves distribution of flows consistent with assumptions in the
flood model.

(b) A report documenting detailed design considerations and construction
methodology.

(c) For any existing Sydney Water stormwater assets proposed to be
handed over to Council, a report documenting the current condition and
any rehabilitation works required to bring the assets up to a minimum of
IPWEA 'good' condition prior to hand over. Evidence of Sydney Water
approval of the proposed asset handover shall also be provided.

The plan and supporting documentation must be submitted to and approved
by the City’s Public Domain Unit prior to the issue of the Subdivision Works
Certificate — Stage 1.

Note: A detailed culvert design plan including report incorporating design
approach, assumptions & constraints, geotechnical investigation including
results & controls, and construction methodology, risks & controls will be
required prior to construction.

Reason

To ensure that the design of the culvert meets the Council’s requirements.
UTILITY SERVICES

To ensure that utility authorities are advised of the development:

(@) Prior to the issue of any Subdivision Work Certificate or Construction
Certificate a survey is to be carried out of all utility services within and
adjacent to the site including relevant information from utility authorities
and excavation if necessary, to determine the position and level of
services.

(b)  Prior to the commencement of work the applicant is to obtain written
approval from the utility authorities (e.g. Energy Australia, Sydney Water,
and Telecommunications Carriers) in connection with the relocation
and/or adjustment of the services affected by the construction of the
underground structure. Any costs in the relocation, adjustment or
support of services are to be the responsibility of the developer.
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Reason

To ensure that utility authorities are advised of the development and their
approval is obtained in connection with the relocation and/or adjustment of
services affected by the development.

PUBLIC DOMAIN LEVELS AND GRADIENTS - MAJOR

A Public Domain Levels and Gradients submission across the site and site
frontages must be submitted to and approved by the City’s Public Domain Unit
prior to the issue of the relevant Subdivision Works Certificate for:

(i) SWC - Stage 1 Early works (including culvert)
(i) SWC - Stage 2 Kooka Walk and Macdonald Street
(i) SWC - Stage 3 McPherson Park

The submission must be prepared in accordance with the City’s Public Domain
Manual and submitted with a completed Application for Public Domain Levels
and Gradients. Information on how to complete the submission can be
downloaded from the City’s website at
https://www.cityofsydney.nsw.gov.au/development/public-domain-works/da-
associated-works.

Any requirements to comply with Disability Discrimination Act at the entrance
to a building or publicly accessible space must be resolved inside the site
boundary.

Note: Public Domain Levels and Gradient plans are to be included with the
Public Domain Plan — Detailed Documentation for Construction condition
submission.

Reason

To ensure public domain levels and gradients comply with Council’s
requirements.

PUBLIC DOMAIN TREE PLANTING AND MAINTENANCE

A Tree Planting Plan must be submitted and approved by the City’s Public
Domain Unit prior to the issuing of each Subdivision Works Certificate for:

(i) SWC - Stage 2 Kooka Walk and Macdonald Street

(i) SWC - Stage 3 McPherson Park
The plan must include and be consistent with the following requirements:
Tree species shall be consistent with the City’s Street Tree Master Plan (refer
to relevant precinct plans) or other relevant guidance document. Species
substitutes will not be accepted.
(b) Tree pits must be located and constructed in accordance with the City’s

Street Tree Master Plan (Technical Guidelines) or other relevant
guidance document.
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(d)

(e)

The tree pit design must include structural soils or structural cells to
support pavements in accordance with the Street Tree Master Plan
(Technical Guidelines).

Indicate the chosen tree planting arrangement, being a choice of one of
two options, being:

()  Undertake all tree supply, planting, and maintenance requirements
to the required standards and to the satisfaction of the City’s Tree
Management.

OR

(i)  Pay a fee for the City to supply, plant, and maintain each required
tree on the applicant’s behalf. The fee is consistent with the City’s
Schedule of Fees and Charges.

If opting to undertake all tree supply, planting, and maintenance
requirements to the required standards and to the satisfaction of the
City’s Tree Management. The following requirements must be met:

()  The trees must be a minimum container size of 200 litres at the
time of planting.

(i)  All new trees must be grown in accordance with the Australian
Standard 2303:2015 ‘Tree stock for landscape use’ and meet the
requirements of this standard at the time of planting.

(i)  Certification from the tree supplier must be submitted to the City’s
Tree Management Officer and Public Domain Officer, prior to the
trees being planted. The certification must confirm the tree(s) have
been grown and comply with the requirements of AS2302. Any
new trees that do not conform will be rejected by the City.

(iv) The trees must be planted by a qualified Arborist or Horticulturist
(AQF Level 3) and be planted before the issuing of the final
Occupation Certificate.

(v)  All new trees must be inspected and approved by the City’s Tree
Management Officer (or their representative) at the following
milestones: before planting with planting pits excavated; after
planting; and at the end of the maintenance period.

(vi) All trees planted in accordance with the approved Tree Planting
Plan must be maintained by a qualified Horticulturist or Arborist
(minimum AQF Level 3) for a minimum period of twelve
(12) months, commencing from the date of planting. Maintenance
includes, but is not limited to, watering, weeding, removal of
rubbish from tree base, pruning, fertilizing, pest and disease
control and any other operations to maintain a healthy robust tree.

(vi) At the end of the twelve (12) month maintenance period,

written acceptance of the tree/s must be obtained from the City
before release of the public domain bond.
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(viii) If a tree fails to thrive and successfully establish during the

Reason:

maintenance period, then City will request payment for a
replacement tree and establishment period according to the City’s
Schedule of Fees and Charges.

To ensure that details of street trees to be planted are approved, the works are
carried out in an appropriate manner and the trees are maintained following

installation.

LANDSCAPE DESIGN OF MCPHERSON PARK AND KOOKA WALK

@)

(b)

A detailed landscape design including plans and details drawn to scale,
and technical specification, by a registered landscape architect must be
submitted to and approved by Area Planning Manager prior to the issue

of:

(i)

(ii)

Subdivision Works Certificate — Stage 2 (Kooka Walk and
Macdonald Street)

Subdivision Works Certificate — Stage 3 (McPherson Park)

The documentation to satisfy (a) must include:

(i)

(ii)

(iif)

(iv)

(v)

(vi)

(vii)

Location of existing and proposed planting on the site including
existing and proposed trees, planting in natural ground, and
planting on structure;

Details of earthworks and soil depths including finished levels and
any mounding. The minimum soil depths for planting on structure
must be 1000mm for trees, 450mm for shrubs and 200mm for
groundcovers, excluding mulch and drainage layers;

Location, number, type and supply of plant species, with reference
to relevant Australian Standards;

The design must provide a minimum 48% canopy cover across the
park. This must be provided by 30% of the species having a mature
height of 6-8 metres, 30% mature heights of 10-15 metres and
40% mature heights of 20-30 metres;

Tree selection shall include a diverse range of species which must
be consistent with the expected mature heights and growth within
the Sydney area (mature heights must not solely rely on plant
literature);

New trees must be planted in natural ground with adequate soil
volumes to allow maturity to be achieved. Planter boxes will not be
accepted for tree planting;

The design must take the tree's canopy spread into considerations
to provide adequate space for the trees to reach maturity without
restrictions;

(viii) Details of planting procedure and maintenance;
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(ix) Details of drainage, waterproofing and watering systems;

(xX) A maintenance plan is to be submitted to and approved by
Council’'s Area Planning Manager. The maintenance plan is to be
complied with during occupation of the property.

(c) All landscaping in the approved plan is to be completed prior to the
dedication of the land to Council.

Reason

To ensure sufficient landscaping and canopy cover is provided and healthy
trees are established and maintained on the site.

PUBLIC DOMAIN LIGHTING UPGRADE

A Public Domain Lighting Upgrade Plan for pedestrian and street lighting in
the public domain must be submitted to and approved by City’s Public Domain
Unit prior to the issue of the relevant Subdivision Works Certificate

(a) Stage 2 — Kooka Walk and Macdonald Street
(b) Stage 3 — McPherson Park
The lighting upgrade plan must cover all adjacent street frontages, being
Macdonald Street, Mitchell Road, Kooka Walk and McPherson Park and shall
be designed to include the following requirements.

e Kooka Walk — to match Phase 3 (Building D)

¢ Macdonald Street — PR2 Roadway and PP2 Footpath

e McPherson Park — Park paths PP3
The Lighting Plan must be prepared in accordance with the Sydney Streets
Technical Specifications A5 and B8, Sydney Lights Design Code and Public
Domain Manual. This information is available for download from the City’s

website at https://www.cityofsydney.nsw.gov.au/development/public-domain-
works/da-associated-works.

Advice on site specific lighting requirements must be obtained from City’s
Public Domain Unit before proceeding with the preparation of any final lighting
design proposals.

Reason

To ensure pedestrian and street lighting in the public domain complies with
Council’s requirements.

STORMWATER DRAINAGE DESIGN

Prior to issue of a Construction Certificate for the BBQ and Amenities Building
a detailed stormwater management plan prepared by suitable qualified and
experienced professionals must be submitted to and approved by the City’s
Public Domain Unit and must include:
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(i) Council's Sydney Streets Technical Specifications, Part A4
Drainage Design;

(i) Council's Sydney Streets Technical Specifications, Standard
Drawings;

(i) Council's Sydney Streets Technical Specifications, Part B10:
Stormwater Drainage Construction;

(iv) Council’'s Stormwater Drainage Manual; and
(v)  All relevant Australian Standards.
This information is available for download from the City’s website at

https://www.cityofsydney.nsw.gov.au/development/public-domain-works/da-
associated-works.

Note: A Deed of Agreement (Stormwater Deed) for all proposed connections
to the City’s drainage system, and a Positive Covenant for all OSD systems
may be required prior to issue of any Occupation Certificate.

Reason
To ensure stormwater drainage design complies with Council’s requirements.
STORMWATER QUALITY ASSESSMENT

Prior to the issue of any Subdivision Works Certificates a storm a stormwater
quality assessment report prepared by a suitably qualified practitioner
engineer (NPER) demonstrating compliance with the City's DCP must be
submitted to and approved by the City's Public Domain Unit.

Reason
To ensure appropriate stormwater quality on the site.
NEW ROAD DESIGN

A design package for Macdonald Street, and the intersection of Mitchell Road
and Maddox Street, inclusive of construction documentation, and report shall
be submitted to and approved by City's Public Domain Manager prior to the
issue of the Subdivision Works Certificate — Stage 2 Macdonald Street and
Kooka Walk.

Liaison with other authorities - Preparation of the detailed design and
construction documentation for the proposed public road system must include
all necessary liaison with, and requirements of, all relevant public utility
authorities, Roads and Maritime Services, the City of Sydney, the Local
Pedestrian Cycling and Traffic Calming Committee and its nominated
consultants in order to achieve design approvals and construction compliance.
Written evidence of approval from relevant authorities must be submitted to
the City with the road design submission.
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Design package and accompanying documentation — A design package must
be prepared based on the requirements outlined in Council’s Public Domain
Manual. A design report for the road works must be prepared by an
appropriately qualified civil engineer certifying that the design complies with
the City of Sydney’s policies, standards, and specifications and those of all
other relevant authorities as applicable. All engineering plans and calculations
must be checked, signed, and certified by a suitably qualified practicing
professional engineer and included in the report. The design package and
report must be submitted to and approved by Council's Public Domain
Manager prior to the construction of the road.

Reason

To ensure the new road design complies with Council’s policies, standards,
and specifications and those of all other relevant authorities.

TEMPORARY DEWATERING DURING CONSTRUCTION

Prior to discharging any water collected during excavation and construction
into the City’s stormwater drainage system, approval must be sought from the
City’s Public Domain Unit. A dewatering management plan must be submitted
with an Application for Temporary Dewatering available to download on the
City’s website.

Other options for dewatering include disposal to sewer with prior approval from
Sydney Water, or off-site disposal by a liquid waste transporter for
treatment/disposal to an appropriate waste treatment/processing facility.
Reason

To ensure dewatering is managed appropriately.

TRAFFIC WORKS

Any proposals for alterations to the public road, involving traffic and parking
arrangements, must be designed in accordance with RMS Technical
Directives and must be referred to and agreed to by the Local Pedestrian,
Cycling and Traffic Calming Committee.

A Traffic Works Plan is to be prepared and must include:

(@) Road, parking and traffic arrangements;

(b) Signs;

(c) Pedestrian crossings;

(d) Traffic signals; and

(e) Any relevant approvals from Transport for NSW.

The Traffic Works Plan is to be submitted to
publicdomain@cityofsydney.nsw.gov.au for approval.
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The necessary referral and advice of the Local Pedestrian, Cycling and Traffic
Calming Committee must be obtained prior to the issue of Subdivision Works
Certificate — Stage 2.

Note: Referral to the Local Pedestrian, Cycling and Traffic Calming Committee
may take a few months and it is recommended that the Traffic Works Plan
submission is initiated early in the project.

Reason

To ensure all relevant approvals for traffic and parking works are obtained and
designed in accordance with relevant requirements.

SYDNEY WATER CONDITION - BUILDING PLAN APPROVAL

The plans must be approved by Sydney Water prior to demolition, excavation
or construction works commencing. This allows Sydney Water to determine if
sewer, water or stormwater mains or easements will be affected by any part of
your development. Any amendments to plans will require re-approval. Please
go to Sydney Water Tap in® to apply.

Sydney Water recommends developers apply for a Building Plan Approval
early as to reduce unnecessary delays to further referrals or development
timescales.

Reason:
Sydney Water requirement
SYDNEY WATER CONDITION - TREE PLANTING

Certain tree species placed in proximity to Sydney Water’s underground
assets have the potential to inflict damage through invasive root penetration
and soil destabilisation. Section 46 of the Sydney Water Act specifies what
might occur when there is interference or damage to our assets caused by
trees. For any trees proposed or planted that may cause destruction of,
damage to or interference with our work and are in breach of the Sydney Water
Act 1994, Sydney Water may issue an order to remove that tree or directly
remove it and seek recovery for all loss and associated compensation for the
removal.

For guidance on types of trees that can cause damage or interference with our
assets see Sydney Water webpage Wastewater blockages. For guidance on
how to plant trees near our assets, see Diagram 5 — Planting Trees within
Sydney Water’'s Technical guidelines — Building over and adjacent to pipe
assets.

Reason:

Sydney Water requirement

63



(45)

(46)

PUBLIC DOMAIN PLAN DETAILED DOCUMENTATION FOR
CONSTRUCTION

Following the approval of the detailed design under Clause 4.2 of Schedule 3
of the VPA, the set of construction documentation plans and all relevant
reports and certificates must be submitted to and approved by City’s Public
Domain Unit prior to the issue of the following:

(&8 SWC Stage 1 — Early works (including culvert)
(b) SWC Stage 2 — Macdonald Street and Kooka Walk
(c) SWC Stage 3 — McPherson Park

This Plan must document all works required to ensure that the work complies
with the City's specifications and requirements, as outlined in documents such
as City of Sydney’s Public Domain Manual, Sydney Streets Code, Sydney
Street Tree Masterplan, Sydney Lights: Public Domain Design Code, Parks
Code and Sydney Streets Technical Specification.

The documentation must be checked, accurate, and comply with specified
requirements. Plans must be based on an accurate survey prepared, signed,
and dated by a registered surveyor, to scale and fully coordinated across all
disciplines and submissions. The supplied documentation must be For
Construction issue and will be approved under Clause 4.3 of Schedule 3 of the
VPA and Section 138 of the Roads Act.

The Public Domain Manual and all other relevant documents are available for
download from Council’s website at
https://www.cityofsydney.nsw.gov.au/development/public-domain-works/da-
associated-works.

Reason

To ensure the public domain complies with Council’s requirements.
DETAILED DESIGN DOCUMENTATION FOR CONSTRUCTION

Prior to the issue of Construction Certificate for the BBQ and Amenities
Building construction certificate level drawings are to be provided to Council’s
Area Planning Manager for approval.

A 1.8L sharps receptacle is to be provided in each WC.

Reason

To ensure the design meets City specifications and standards.
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BEFORE BUILDING WORK COMMENCES

RODENT TREATMENT PROGRAMME - PRE-DEMOLITION AND/OR
EXCAVATION

(a) Prior to the commencement of any demolition and/or excavation works,
a programme of baiting and monitoring of rodent activity is to be put in
place at the site.

(b) A licensed Pest Control Operative must carry out all pest control work
and prepare a report, confirming that there is no evidence of any rodent
activity at the site prior to the commencement of any works on site. The
report must be submitted to and be approved/endorsed by Council’s
Area Coordinator Planning Assessments/Area Planning Manager.

Reason

To ensure that the potential impact of rodents during the demolition,
excavation and construction phase is appropriately managed.

EROSION AND SEDIMENT CONTROL - MORE THAN 2,500SQM

Prior to the commencement of any works on site, including, but not limited to
excavation or construction work, a Soil and Water Management Plan (SWMP)
must be submitted to and be approved by the Principal Certifier.

(@) The SWMP must identify and respond to all items for Erosion and
Sediment Control Plans listed in the condition above, as well as:

(i)  existing site contours;

(i)  location and diagrammatic representation of all necessary erosion
and sediment control systems or structures used to mitigate or
prevent pollution to stormwater;

(i) location and engineering details with supporting design
calculations for all necessary sediment basins, constructed
wetlands, gross pollutant traps, trash racks or biofiltration swales
(as relevant).

Reason

To ensure that appropriate erosion and sediment control measures are put in
place during construction to protect the environment.

CONSTRUCTION LIAISON COMMITTEE — ASHMORE PRECINCT

(@) Prior to the commencement of any work, a Construction Liaison
Committee or an alternative approved in writing by Council’s Director
City Planning, Development and Transport, is to be established by the
developer to ensure that demolition and construction related impacts
(including construction noise and vibration, loading, issues associated
with construction workers and vehicles, traffic issues and management
of the construction site) can be dealt with expeditiously and
cooperatively.
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(d)

(e)

()

(9)

(h)

(i)

The Committee is to be comprised of interested parties representing
potentially affected properties adjacent to and surrounding the site and
any interested group. A nominated representative of the Council may be
an observer from time to time.

The Committee shall meet prior to the commencement of works on the
site and prior to the submission of the final Construction Management
Plan to Council to address initial areas of concern, and then at monthly
intervals or as considered appropriate by the Committee throughout the
construction process.

Prior to the commencement of work, the Site Manager is to provide the
members of the Committee and Council with 24 hour contract details
(including location of site offices and a 24 hour phone number) to ensure
that any matters which arise during the construction process are
addressed immediately. The Site Manager shall be available during
normal business hours to provide information to the public about
activities on site and to bring any complaints to the attention of the
Applicant.

A register of all complaints shall be kept by the Applicant throughout the
duration of the project and shall be made available to Council Officers
on request.

The Committee meetings are to be recorded/minuted and such
records/minutes are to be provided to Council within 14 days of the
meeting.

The first Committee meeting should establish Terms of Reference,
including purpose, size and membership, quorum, meeting frequency
and duration, procedures for meetings, recording/distribution of
comments and outcomes and the like.

The initial call for resident/worker nominations to be sent to the adjacent
and adjoining property owners and tenants must be submitted to and
approved by the Director City Planning, Development and Transport
prior to sending.

The Site Manager is to inform each Committee meeting about the
construction program, progress reports and impending work.

Reason

To ensure that a Construction Liaison Committee (or alternative) is established
and operates to ensure that demolition and construction related impacts can
be dealt with expeditiously and cooperatively.
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PUBLIC DOMAIN WORK - CONSTRUCTION APPROVAL UNDER
SECTION 138 ROADS ACT 1993

Prior to the construction of any public domain works, approval under Section
138/139 of the Roads Act 1993 must be issued by the City’s Public Domain
Unit.

Reason
To ensure relevant approvals for public domain work are obtained.
TREE PROTECTION BEFORE AND DURING CONSTRUCTION

All trees that will be affected by the development within the property and on
any adjoining land, must be protected in accordance with the Australian
Standard 4970 Protection of Trees on Development Sites and as follows:

(a) Stockpiling, storage or mixing of materials, washing of equipment,
vehicle parking, disposal of liquids, machinery repairs and refuelling,
disposal of building materials such as cement slurry, siting of offices or
sheds and the lighting of fires, must not occur within 5 metres of the trunk
of any tree to be retained (including trees within adjoining properties).

(b) Excavation must not occur within 5 metres of the trunk of any tree
(including trees within adjoining properties). If excavation is proposed
within this zone, Council’'s Tree Management Officer must be contacted
immediately and the excavation must be carried out in accordance with
Council’s direction.

(c) Excavations within seven metres of any tree (including trees in adjoining
properties) must be undertaken using non-destructive methods (such as
by hand) to ensure no tree roots greater than 40mm diameter are
damaged, pruned or removed.

(d) Footings must be relocated / realigned if any tree root greater than 40mm
in diameter is encountered during excavations. A minimum of 150mm
clearance must be provided between the tree root and footing.

(e) Tree trunk and major branch protection must be undertaken prior to the
commencement of any works. The protection must be by a qualified
Arborist with a minimum AQF Level 3 qualification in arboriculture and
must include:

()  Tree trunk/s and/or major branches must be protected by wrapped
thick carpet underlay or similar padding material to limit damage;

(i)  Timber planks (50mm x 100mm must be placed around tree
trunk/s. The timber planks must be spaced at 100mm intervals,
and must be fixed against the trunk with tie wire, or strapping. The
hessian and timber planks must not be fixed to the tree in any
instance, or in any fashion;

(i)  Tree trunk and major branch protection is to remain in place for the

duration of construction and development works, and must be
removed at the completion of the project.

67



(f)  The protection must be certified by an arborist with a minimum AQF
Level 5 qualification in arboriculture.

(@) The consent from Council’s Tree Management Officer must be obtained
prior to the undertaking of any tree pruning works, including tree roots
greater than 40mm in diameter. Only minor pruning works will be
approved by Council.

Reason

To ensure the protection and ongoing health of trees.
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DURING BUILDING WORK

HOURS OF WORK AND NOISE - OUTSIDE CBD
The hours of construction and work on the development must be as follows:

(@) All work, including building/demolition and excavation work, and
activities in the vicinity of the site generating noise associated with
preparation for the commencement of work (eg. Loading and unloading
of goods, transferring of tools etc) in connection with the proposed
development must only be carried out between the hours of 7.00am and
5.30pm on Mondays to Fridays, inclusive, and 7.30am and 3.30pm on
Saturdays, with safety inspections being permitted at 7.00am on work
days, and no work must be carried out on Sundays or public holidays.

(b)  Allwork, including demolition, excavation and building work must comply
with the City of Sydney Code of Practice for Construction Hours/Noise
1992 and Australian Standard 2436 — 2010 Guide to Noise Control on
Construction, Maintenance and Demolition Sites.

(c) Notwithstanding the above, the use of a crane for special operations,
including the delivery of materials, hoisting of plant and equipment and
erection and dismantling of on-site tower cranes which warrant the on-
street use of mobile cranes outside of above hours can occur, subject to
a separate application being submitted to and approved by Council
under Section 68 of the Local Government Act 1993 and Sections
138/139 of the Roads Act 1993.

Note: Works may be undertaken outside of hours, where it is required to avoid
the loss of life, damage to property, to prevent environmental harm and/or to
avoid structural damage to the building. Written approval must be given by the
Construction Regulation Team, prior to works proceeding.

The City of Sydney Code of Practice for Construction Hours/Noise 1992 allows
extended working hours subject to the approval of an application in
accordance with the Code and under Section 4.55 of the Environmental
Planning and Assessment Act 1979.

Reason

To protect the amenity of the surrounding area.

LETTER OF INTERIM AUDIT ADVICE

Prior to the installation of the culvert a letter of interim advice is required to be
provided from the NSW accredited Site Auditor confirming the relevant
requirements of the Remediation Action Plan have been implemented.

A copy of the advice is to be provided to Council’'s Area Planning Manager and
prior to the installation of the culvert.

Reason

To ensure the site has been remediated before construction works commence.
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@)

(b)

(©)

(d)

(e)

()

(9)

(h)

All works removing asbestos containing materials must be carried out by
a suitably licensed asbestos removalist duly licensed with Safework
NSW, holding either a Friable (Class A) or a Non-Friable (Class B)
Asbestos Removal Licence which ever applies.

A copy of the relevant licence must be made available to any authorised
Council officer on request within 24 hours.

Five days prior to the commencement of licensed asbestos removal,
Safework NSW must be formally notified of the works. All adjoining
properties and those opposite the development must be notified in
writing of the dates and times when asbestos removal is to be conducted.
The notification must identify the licensed asbestos removal contractor
and include a contact person for the site together with telephone number
and email address.

All work must be carried out in accordance with the Work Health and
Safety Regulation 2017 and the NSW Government and SafeWork NSW
document entitled How to manage and control asbestos in the work
place: Code of Practice (Safework NSW) December 2011 and the City
of Sydney Managing Asbestos Policy dated 21 October 2013 and
associated guidelines.

The asbestos removalist must use signs and barricades to clearly
indicate the area where the asbestos removal work is being performed.
Signs must be placed in positions so that people are aware of where the
asbestos removal work area is and should remain in place until removal
is completed and clearance to reoccupy has been granted.
Responsibilities for the security and safety of the asbestos removal site
and removal must be specified in the asbestos removal control plan
(where required). This includes inaccessible areas that are likely to
contain asbestos.

Warning signs must be placed so they inform all people nearby that
asbestos removal work is taking place in the area. Signs must be placed
at all of the main entry points to the asbestos removal work area where
asbestos is present. These signs must be weatherproof, constructed of
lightweight material, and adequately secured so they remain in
prominent locations. The signs must be in accordance with AS 1319 -
1994 Safety Signs for the Occupational Environment for size,
illumination, location, and maintenance.

Asbestos waste must only be transported and disposed of at an EPA
licensed waste facility.

No asbestos products are to be reused on the site (i.e. packing pieces,
spacers, formwork or fill etc).

No asbestos laden skips or bins are to be left in any public place without
the written approval of Council.
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(i) A site notice board must be located at the main entrance to the site in a
prominent position and must have minimum dimensions of 841mm X
594mm (A1) with any text on the notice to be a minimum of 30-point type
size.

The site notice board must include the following:
(i)  contact person for the site;
(i)  telephone and facsimile numbers and email address; and
(i)  site activities and time frames.
Reason

To ensure that the handling and removal of asbestos from the site is
appropriately managed.

NOTIFICATION — NEW CONTAMINATION EVIDENCE

Council’s Area Planning Manager and the Principal Certifier must be notified
of any new information which comes to light during remediation, demolition or
construction works which has the potential to alter previous conclusions about
site contamination.

Reason
To ensure that the site is appropriately remediated.
IMPORTED FILL MATERIALS

All fill imported onto the site must be validated to ensure the imported fill is
suitable for the proposed land use from a contamination perspective. Fill
imported on to the site shall also be compatible with the existing soil
characteristic for site drainage purposes.

The City may require details of appropriate validation of imported fill material
to be submitted with any application for future development of the site. Hence
all fill imported onto the site should be validated by either one or both of the
following methods during remediation works:

(@) Imported fill must be accompanied by documentation from the supplier
which certifies that the material is not contaminated based upon
analyses of the material for the known past history of the site where the
material is obtained; and/or

(b) Sampling and analysis of the fill material shall be conducted in
accordance with NSW EPA (2022) Sampling Design Guidelines.

Reason

To ensure that imported fill is not contaminated.
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HAZARDOUS AND INDUSTRIAL WASTE

Hazardous and/or industrial waste arising from the demolition/operational
activities must be removed and/or transported in accordance with the
requirements of the NSW Work Cover Authority pursuant to the provisions of
the following:

(a) Protection of the Environment Operations Act 1997

(b) Protection of the Environment Operations (Waste) Regulation 2005

(c) Waste Avoidance and Resource Recovery Act 2001

(d) Work Health and Safety Act 2011

(e) Work Health and Safety Regulation 2017.

Reason

To ensure hazardous/ industrial waste is managed appropriately.
CLASSIFICATION OF WASTE

Prior to the exportation of waste (including fill or soil) from the site, the waste
materials must be classified in accordance with the provisions of the Protection
of the Environment Operations Act 1997 and the NSW EPA Waste
Classification Guidelines, Partl: Classifying Waste (November 2014). The
classification of the material is essential to determine where the waste may be
legally taken. The Protection of the Environment Operations Act 1997 provides
for the commission of an offence for both the waste owner and the transporters
if the waste is taken to a place that cannot lawfully be used as a waste facility
for a particular class of waste. For the transport and disposal of industrial,
hazardous or Group A liquid waste advice should be sought from the EPA.
Reason

To ensure that waste from site is classified and disposed of appropriately.

DISCHARGE OF CONTAMINATED GROUNDWATER

Contaminated groundwater must not be discharged into the City’s stormwater
drainage system.

Options for the disposal of groundwater include disposal to sewer with prior
approval from Sydney Water or off-site disposal by a liquid waste transporter
for treatment/disposal to an appropriate waste treatment/processing facility.
Reason

To ensure that the discharge of ground water is appropriately managed.
STOCKPILES

(@) No stockpiles of soil or other materials must be placed on footpaths or

nature strips unless prior approval has been obtained from the City’s
Construction Regulation Team.
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(62)

(63)

(b)  All stockpiles of soil or other materials must be placed away from
drainage lines, gutters or stormwater pits or inlets.

(c) All stockpiles of soil or other materials likely to generate dust or odours
must be covered.

(d)  All stockpiles of contaminated soil must be stored in a secure area and
be covered if remaining more than 24 hours.

Reason

To ensure that stockpiles of soil ort other materials are appropriately managed.

COVERING OF LOADS

All vehicles involved in the excavation and/or demolition process and departing
the property with demolition materials, spoil or loose matter must have their
loads fully covered before entering the public roadway.

Reason

To ensure loads are managed appropriately and do not impact local amenity.

NO OBSTRUCTION OF THE PUBLIC WAY

Unless otherwise approved by Council, the public way must not be obstructed
by any materials, vehicles, waste receptacles, skip-bins or the like. Non-
compliance with this requirement may result in the issue of a notice by Council
to stop all work on the site.

Reason

To protect the amenity of the public domain.

USE OF MOBILE CRANES
The following requirements apply:

(@) Mobile cranes operating from the road must not be used as a method of
demolishing or constructing a building.

(b) For special operations including the delivery of materials, hoisting of
plant and equipment and erection and dismantling of on-site tower
cranes which warrant the on-street use of mobile cranes, permits must
be obtained from Council for the use of a mobile crane. The permits must
be obtained 48 hours beforehand for partial road closures which, in the
opinion of Council will create minimal traffic disruptions and 4 weeks
beforehand in the case of full road closures and partial road closures
which, in the opinion of Council, will create significant traffic disruptions.
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(c) The use of a crane for special operations, including the delivery of
materials, hoisting of plant and equipment and erection and dismantling
of on site tower cranes which warrant the on-street use of mobile cranes
outside of approved hours of construction can occur, subject to a
separate application being submitted to and approved by Council under
Section 68 of the Local Government Act 1993 and Sections 138/139 of
the Roads Act 1993.

Reason

To ensure mobile cranes are used appropriately.

LOADING AND UNLOADING DURING CONSTRUCTION
The following requirements apply:

(@) All loading and unloading associated with construction activity must be
accommodated on site, where possible.

(b) If, it is not feasible for loading and unloading to take place on site, a
Works Zone on the street may be considered by Council.

(c) A Works Zone may be required if loading and unloading is not possible
on site. If a Works Zone is warranted an application must be made to
Council at least 8 weeks prior to commencement of work on the site. An
approval for a Works Zone may be given for a specific period and certain
hours of the days to meet the particular need for the site for such facilities
at various stages of construction. The approval will be reviewed
periodically for any adjustment necessitated by the progress of the
construction activities.

(d) Where hoisting activity over the public place is proposed to be
undertaken including hoisting from a Works Zone, a separate application
under Section 68 of the Local Government Act 1993 and Sections
138/139 of the Roads Act 1993 must be submitted to and approved by
Council.

Reason
To protect the amenity of the public domain.
STREET TREE PROTECTION

All street trees located directly outside the site must be retained and protected
in accordance with the Australian Standard 4970 Protection of Trees on
Development Sites. All street trees must be protected during the construction
works as follows:

(@) Tree trunk and major branch protection must be undertaken prior to the
commencement of any works (including demolition). The protection must
be installed and certified by an arborist with a minimum AQF Level 5
qualification in arboriculture and must include:

0] An adequate clearance, minimum 250mm, must be provided
between the structure and tree branches, and trucks at all times.
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(b)

(©)

(d)

(e)

()

()]

(h)

(i)

(i)  Tree trunk/s and/or major branches must be protected by wrapped
thick underlay carpet or similar padding material to limit damage,
and

(i) Timber planks (50mm x 100mm or similar) must be placed around
tree trunk/s. The timber planks must be spaced at 100mm intervals
and must be fixed against the trunk with tie wire, or strapping. The
thick underlay carpet or similar padding material and timber planks
must not be fixed to the tree in any instance, or in any fashion.

(iv) Tree trunk and major branch protection is to remain in place for the
duration of construction and development works and must be
removed at the completion of the project.

Temporary signs, or any other items, shall not be fixed or attached to
any street tree.

All hoarding support columns are to be placed a minimum of 300mm
from the edge of the existing tree pits/setts, so that no sinking or damage
occurs to the existing tree pits. Supporting columns must not be placed
on any tree roots that are exposed.

Young street trees must be protected by installing three (3) wooden
stakes around the edge of the tree pits or a minimum of 1 metre from the
base of the trunk. Hessian must be wrapped around the stakes. If
existing stakes or a metal tree guard are already in place, these suffice
as tree protection.

Materials or goods, including site sheds, must not be stored, or placed:
(i)  around or under the tree canopy; or
(i) within two (2) metres of tree trunks or branches of any street trees.

Any excavation within any area known to or suspected of having tree
roots greater than 30mm diameter must be undertaken by hand.

Any trenching works for services, hydraulics, drainage etc. must not be
undertaken within [specify] metres of the trunk of any street tree.
Alternate installation methods for services such as directional
boring/drilling or redirection of services must be employed where roots
greater than 30mm diameter are encountered during installation of any
services.

Existing sections of kerbs adjacent to any street tree must not be
removed without approval from the Council’s Tree Management Officer.

Any damage sustained to street tree/s as a result of the erection of any
construction activities (including demolition) must be immediately
reported to the Council's Tree Management Officer on 9265 9333. Any
damage to street trees as a result of any construction activities may
result in prosecution under the Local Government Act 1993 and the
Environmental Planning and Assessment Act 1979.
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Reason
To ensure the protection and ongoing health of the street trees.
TREE PRUNING — FURTHER APPROVAL REQUIRED

Consent from Council’s Tree Management Officer must be obtained prior to
any tree pruning work being undertaken, including tree roots greater than
40mm in diameter, for any trees located within or adjacent to the site. Only
minor pruning works will be approved by Council.

Reason
To ensure that pruning works to trees are carried out in an appropriate manner.
PUBLIC DOMAIN LIGHTING RETICULATION

Prior to the issue of any relevant approval for the construction of public domain
works, a detailed Public Domain Lighting Reticulation Plan for pedestrian and
street lighting in the public domain must be submitted to and approved by the
City’s Public Domain Unit in accordance with the City’s Sydney Lights Design
Code, Sydney Streets Code, Sydney Streets Technical Specification and
Public Domain Manual.

The Public Domain Manual and all other relevant documents are available for
download from Council’s website at
https://www.cityofsydney.nsw.gov.au/development/public-domain-works/da-
associated-works.

If applicable, this public domain lighting documentation must include pole
footing locations and structural details, location and details of underground
electrical reticulation including connections and conduits, pit cabling and
certifications as described in the City’s Public Domain Manual. The public
domain lighting is to be superimposed on the public domain plan to show any
conflicts between lighting and the proposed landscape design.

Reason

To ensure the public domain lighting documentation complies with Council
requirements.

DRAINAGE AND SEVICE PIT LIDS

All existing or proposed drainage and service pit lids throughout the public
domain must be to City of Sydney specifications and heel/bicycle safe, slip
resistant, infill with material to match surrounding surface, finished flush with
the adjacent pavement to avoid trip hazards and be clear of obstructions for
easy opening and cleaning. Infill pit lids are to be detailed where specified by
Council’'s Public Domain Officer. Private pits are not permitted within the public
domain. All details of pit lids must be shown on the public domain plan and
must be approved by the City’s Public Domain Unit prior to the issue of an
approval for public domain works.
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Reason

To ensure drainage and service pit lids within the public domain are
appropriately designed and installed.

HOLD POINTS

A set of hold point inspections will be provided by the City and included in the
Public Domain works approval letter for the construction of public domain and
planning agreement works, including civil, drainage and subsurface works.

These hold point inspections must be adhered to during construction works.
Prior to the Completion of relevant public domain works, confirmation from the
City’s Public Domain Unit, that hold point inspections have been completed
and works have been accepted by the City must be provided to the Principal
Certifier.

Reason
To ensure hold points are adhered to during construction works.
STORMWATER DRAINAGE CONNECTION

For approval of a connection into the City of Sydney’s drainage system an
“Application for Approval of Stormwater Drainage Connections” must be
submitted to the City, together with an application fee in accordance with the
City of Sydney’s adopted Schedule of Fees and Charges. This must be
approved prior to approval being issued for the construction of public domain
work.

Reason
To ensure approval of connection into the Council’s drainage system is sought.
SURVEY

All boundary corners within 1 metre of civil works, or where works will be within
one metre of the face of a proposed kerb, must be set out under the
supervision of a registered surveyor, who must sign and provide their
surveyors ID number on a survey report and plan showing the position of the
marks prior to the commencement of the works. A copy of the survey report
and plan must be provided to the Principal Certifier prior to the commencement
of the works.

Reason

To ensure the subdivision works are correctly located in relation to the
boundaries.
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BEFORE ISSUE OF A SUBDIVISION CERTIFICATE

STREET ADDRESSES OF LOTS

In accordance with Clause 60(c) of the Surveying and Spatial Information
Regulation 2017, the street addresses for each lot must be shown on the
Administration Sheet for the final plan of subdivision. An application must be
made to Council’s Spatial Information Systems Team by email:

SpatiallnformationSystemsTeam@cityofsydney.nsw.gov.au

prior to the lodgement of the subdivision application, to obtain the correct street
address for each lot. The street addresses allocated by Council must be
provided to the registered surveyor for inclusion in a schedule on the
Administration Sheet. This schedule must be completed before the issue of a
strata certificate. The strata certificate must not be issued if the schedule
contains words to the effect "address not available".

Reason

To ensure street addresses are appropriately allocated, and subsequently
issued to the State’s emergency services divisions, police departments and
postal service.

SYDNEY WATER CERTIFICATE - SUBDIVISION

Prior to the issue of a Subdivision, a Section 73 Compliance Certificate under
the Sydney Water Act 1994 must be obtained from Sydney Water Corporation.

Application must be made through an authorised Water Servicing Coordinator.
Please refer to the Building Developing and Plumbing section on the web site
www.sydneywater.com.au then refer to "Water Servicing Coordinator" under
"Developing Your Land" or telephone 13 20 92 for assistance.

Following application a "Notice of Requirements" will advise of water and
sewer infrastructure to be built and charges to be paid. Please make early
contact with the Coordinator, since building of water/sewer infrastructure can
be time consuming and may impact on other services and building, driveway
or landscape design.

The Section 73 Certificate must be submitted to Council or the Accredited
Certifier prior to a Subdivision/Strata Certificate being issued.

Reason

To ensure requirements of Section 73 under the Sydney Water Act 1994 are
met.

LAND DEDICATION

(@) Lots 402 must be dedicated to the public as public road as part of the
associated Voluntary Planning Agreement and Deed of Variation.

(b) Lot 403 must be dedicated to the public as public reserve as part of the
associated Voluntary Planning Agreement and Deed of Variation

78



(75)

(76)

(c) Public domain works within the land to be dedicated must be sufficiently
complete to the satisfaction of Council’s Area Planning Manager.

(d) Land must be dedicated unencumbered. All leases, restrictions,
covenants, easements and planning agreements must be extinguished
prior to, or subsequent to the dedication of the lots, with the exception of
easement (AA) - Easement for Water Supply 6 Wide in AG0O0007.

Reason

To ensure land to be dedicated to the City is not encumbered. THROUGH-
SITE-LINK EASEMENT FOR PUBLIC ACCESS

(@) A through-site link must be constructed and an easement for public
access created pursuant to Section 88B of the Conveyancing Act,
1919 with the Lot 400 subdivision (Block E). The easement must be
limited in depth to approximately 0.05 meters above the waterproofing
membrane of the basement ceiling slab below, limited in height where
covered, and unlimited in height elsewhere. The terms of the easement
must be to the satisfaction of Council and may be obtained from the Area
Planning Manager upon request.

(b) A Positive Covenant must be created pursuant to Section 88B of
the Conveyancing Act, 1919 with the Lot 400 subdivision (Block E). The
terms of the positive covenant must include obligations for maintenance
of the above easement sites, indemnify Council against loss or damage
or liability, and include a requirement for public liability insurance in the
amount of $20 million for any one occurrence.

The terms of the positive covenant must be to the satisfaction of Council
and can be provided by the Area Public Domain Manager upon request.

Reason

To formalise public access to the through site link and provide requirements
for maintenance and public liability insurance.

REGISTRATION OF COVENANT

Prior to the issue of the Subdivision Certificate, a covenant must be registered
on the title of the land and a copy of the title submitted to the Council's Area
Planning Manager and the Principal Certifier.

This covenant must be registered on the title of the land binding the owners
and future owners with the responsibility for the ongoing maintenance and
rehabilitation works required in terms of the encapsulated/remaining
contaminated materials, including the discharge or prevention of discharge
from any contaminants or for any works subsequently required by the NSW
Environment Protection Authority.

A copy of the revised certificate of land title recording the covenant must be

submitted to Council's Area Planning Manager and the Principal Certifier prior
to the issue of any Occupation Certificate.
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Reason
To ensure that contamination is appropriately managed.
SITE AUDIT STATEMENT — ENVIRONMENTAL MANAGEMENT PLAN

Where the ongoing land use suitability and release of the Final (Section A) Site
Audit Statement is dependent upon the implementation of an Environmental
Management Plan (EMP) in relation to any residual contamination remaining
onsite, the EMP must be approved by the Site Auditor and Council’s Area
Planning Manager prior to the issue of the final Site Audit Statement.

The owner of the land is required to comply with the ongoing obligations of any
EMP which form part of the final Site Audit Statement for the site.

A positive covenant pursuant to Section 88B or 88E of the Conveyancing Act
1919 with terms to the satisfaction of Council must be registered on the title of
the land binding the owners and future owners to be responsible for ongoing
maintenance and any future rehabilitation works required in terms of the
encapsulated/remaining contaminated materials, including the discharge or
prevention of discharge from any contaminants or for any works subsequently
required by the NSW Environment Protection Authority.

A copy of the revised certificate of land title recording the covenant must be
submitted to Council’s Area Planning Manager and the Principal Certifier prior
to the issue of any Subdivision Certificate and dedication of the land.

Reason
To ensure that contamination is appropriately managed.
PUBLIC DOMAIN WORKS COMPLETION

The Public Domain works are to be constructed in accordance with the Public
Domain and VPA Works Approval letter, stamped plans for Public Domain
Detailed Plan for Construction, Public Domain Levels and Gradients,
Stormwater, Public Domain Lighting, the City’s Public Domain Manual,
Stormwater Drainage Manual, Sydney Lights Design Code and Sydney
Streets Technical Specification.

The public domain work must be inspected and a Public Domain Work Letter
of Completion Operational Acceptance must be issued by Council’s Public
Domain Officer prior to the issue of the Subdivision Certificate.

Reason

To ensure the public domain works are completed in accordance with the
approved documents and Council’s requirements.
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(79) PUBLIC DOMAIN COMPLETION — WORK AS EXECUTED

Prior to a Public Domain Works Letter of Completion Operational Acceptance
being issued for public domain works, works-as-executed (As-Built) plans and
documentation prepared, signed and dated by a registered surveyor must be
submitted to and accepted by the City of Sydney for all public domain works,
including where required Stormwater, Public Domain Lighting and road
construction. These works must be certified by a suitably qualified,
independent professional. Details of the documentation required for approval
will be advised by the City’s Public Domain Unit.

Reason

To ensure Council receives works-as-executed documentation for public
domain works.

(80) SURVEY INFRASTRUCTURE

(a) Pursuant to Section 38 of the Surveying and Spatial Information Act
2002, if it is likely that any new survey mark will be disturbed by
associated works (for example, footpath or kerb and gutter construction),
a surveyor may defer the placement of those marks.

(b) Prior to any the issue of any Subdivision Certificate, documentary
evidence in accordance with Section B11 — Survey Infrastructure of the
Technical Specification must be prepared by a Registered Surveyor and
submitted to and approved by the City. This evidence must include:

() A copy of any Surveyor-General's Approval for Deferment of
Survey Marks granted by NSW Spatial Services for the subject
site, including all documentation submitted as part of that
application (for example the draft deposited plan) or

(i) A certificate of Practical Completion obtained from the City’s Public
Domain team, together with a letter, signed by a current NSW
Registered Land Surveyor and including his or her Board of
Surveying and Spatial Information (BOSSI) identification number,
stating that all survey marks shown on their Deposited Plan remain
at the date of practical completion.

Reason
To allow for deferment of survey marks.
(81) SURVEY INFRASTRUCTURE - RESTORATION
(a) Prior to any Subdivision Certificate being issued for the development,
documentary evidence of restoration must be prepared by a Registered

Surveyor and submitted to and approved by Council’s Area Planning
Manager / Coordinator. This evidence must include:

(i)  Certification that all requirements requested under the Surveyor-
General’'s Approval for Survey Mark Removal or by the City’s
Principal Surveyor under condition “Survey Infrastructure -
Identification and Recovery” have been complied with;
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(i)  Certification that all requirements requested under any Surveyor-
General’s Approval for Deferment of Survey Marks from condition
“Survey Infrastructure — Pre Subdivision Certificate works” have
been complied with and;

(i) Time-stamped photographic records of all new survey
infrastructure relating to the site clearly showing the mark itself and
sufficient context to aid in identifying the mark on site.

Reason

To ensure all requirements for survey mark removal are complied with.
FLOOD RISK MANAGEMENT

Prior to the issue of any Subdivision Certificate, a certification report prepared
by a suitably qualified practitioner engineer (NPER), for flood risk management
measures including flood planning level/s demonstrating compliance with the
approved construction plans must be submitted to and be approved by the
Principal Certifier. A copy of the report must be provided to Council for record
keeping purposes.

Reason

To ensure flood risk management measures are complied with.

OCCUPATION AND ONGOING USE

DEFECTS LIABILITY PERIOD

All works to the City’s public domain, including rectification of identified defects,
are subject to a 12-month defects liability period from the date of Completion.
The date of completion will be nominated by Council on the Letter of
Completion Operational Acceptance.

Reason

To ensure all works to the City’s public domain are protected under a liability
period.

MAINTENANCE PERIOD — DEDICATION WORK

All works under the VPA for this development site (VPA/2015/39), including
rectification of identified defects, are subject to a 12-month maintenance period
from the date of Completion. The date of Completion will be nominated by
Council on the Letter of Completion Operational Acceptance.

Reason

To ensure all works to the City’s public domain are protected under a liability
period.
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(85) ENCROACHMENTS - NEIGHBOURING PROPERTIES

(86)

(87)

No portion of the structures shall encroach onto the adjoining properties.

Reason

To protect neighbouring properties.

ENCROACHMENTS - PUBLIC WAY

No portion of the structures, including gates and doors during opening and
closing operations, shall encroach upon Council’s footpath area.

Reason

To protect the public way.

MAINTENANCE OF TREES ON SITE

@)

(b)

(©)

(d)

(e)

Tree maintenance must be implemented and complied with immediately
following the tree planting, and until the tree reaches the required
minimum height limit of six metres in height and four metres canopy
width.

The newly planted tree on site must be appropriately maintained on an
on-going basis.

Maintenance includes watering, weeding, removal of rubbish from tree
bases, pruning (in accordance with AS4373-2007), fertilizing, pest and
disease control and any other operations required to maintain a healthy
robust tree.

If the newly planted tree fails to establish or does not reach a height of
six metres and canopy width of four metres it must be replaced with a
tree of comparable qualities and container size of 400 litres.

The conditions of this consent will apply to all replacement trees,
including the maintenance and reporting which re-starts at each
replanting event.

Reason

To ensure the ongoing maintenance of trees planted on the site.
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Schedule 3 — General Terms of Approval

GT0119-01

GT0120-01

GT0122-01

All extracted groundwater must be discharged from the site in
accordance with Council requirements for stormwater drainage or in
accordance with any applicable trade waste agreement.

The design and construction of the building must prevent:

(a) any take of groundwater, following the grant of an occupation
certificate (and completion of construction of development), by making
any below-ground levels that may be impacted by any water table fully
watertight for the anticipated life of the building. Waterproofing of below-
ground levels must be sufficiently extensive to incorporate adequate
provision for unforeseen high water table elevations to prevent potential
future inundation;

(b) obstruction to groundwater flow, by using sufficient permanent
drainage beneath and around the outside of the watertight structure to
ensure that any groundwater mounding shall not be greater than 10 %
above the pre-development level; and

(c) any elevated water table from rising to within 1.0 m below the natural
ground surface.

Construction Phase Monitoring programme and content:

a) A monitoring programme must be submitted, for approval, to
WaterNSW with the water supply work application. The monitoring
programme must, unless agreed otherwise in writing by WaterNSW,
include matters set out in any Guide published by the NSW Department
of Planning Industry and Environment in relation to groundwater
investigations and monitoring. Where no Guide is current or published,
the monitoring programme must include the following (unless otherwise
agreed in writing by WaterNSW):

i. Pre-application measurement requirements: The results of
groundwater measurements on or around the site, with a minimum
of 3 bore locations, over a minimum period of 3 months in the six
months prior to the submission of the approval to WaterNSW.

ii. Field measurements: Include provision for testing electrical
conductivity; temperature; pH; redox potential and standing water
level of the groundwater;

iii. Water quality: Include a programme for water quality testing
which includes testing for those analytes as required by
WaterNSW;

iv. QA: Include details of quality assurance and control

v. Lab assurance: Include a requirement for the testing by National
Association of Testing Authorities accredited laboratories.
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GT0132-01

GT0150-01

GT0151-01

b) The applicant must comply with the monitoring programme as
approved by WaterNSW for the duration of the water supply work
approval (Approved Monitoring Programme)

(a) Prior to the issuing of the occupation certificate, and following the
completion of the dewatering activity, and any monitoring required under
the Approved Monitoring Programme, the applicant must submit a
completion report to WaterNSW.

(b) The completion report must, unless agreed otherwise in writing by
WaterNSW, include matters set out in any guideline published by the
NSW Department of Planning Industry and Environment in relation to
groundwater investigations and monitoring. Where no guideline is
current or published, the completion report must include the following
(unless otherwise agreed in writing by WaterNSW):

1) All results from the Approved Monitoring Programme; and

2) Any other information required on the WaterNSW completion
report form as updated from time to time on the WaterNSW
website.

¢) The completion report must be submitted using "Completion Report
for Dewatering work form" located on WaterNSW website
www.waternsw.com.au/customer-service/waterlicensing/dewatering.

The extraction limit shall be set at a total of 3ML per water year (being
from 1 July to 30 June). The applicant may apply to WaterNSW to
increase the extraction limit under this condition. Any application to
increase the extraction limit must be in writing and provide all information
required for a hydrogeological assessment.

Advisory note: Any application to increase the extraction limit should
include the following:

- Groundwater investigation report describing the groundwater
conditions beneath and around the site and subsurface
conceptualisation

- Survey plan showing ground surface elevation across the site

- Architectural drawings showing basement dimensions

- Environmental site assessment report for any sites containing
contaminated soil or groundwater (apart from acid sulphate soils (ASS))

- Laboratory test results for soil sampling testing for ASS

- If ASS, details of proposed management and treatment of soil and
groundwater. Testing and management should align with the NSW Acid
Sulphate Soil Manual

Any dewatering activity approved under this approval shall cease after a

period of two (2) years from the date of this approval, unless otherwise
agreed in writing by WaterNSW (Term of the dewatering approval).
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GT0152-01

GT0155-01

Advisory note: an extension of this approval may be applied for within 6
months of the expiry of Term.

This approval must be surrendered after compliance with all conditions
of this approval, and prior to the expiry of the Term of the dewatering
approval, in condition GT0151-00001. Advisory note: an extension of this
approval may be applied for within 6 months of the expiry of Term.

The following construction phase monitoring requirements apply (Works
Approval):

a. The monitoring bores must be installed in accordance with the number
and location shown, as modified by this approval, unless otherwise
agreed in writing with WaterNSW.

b. The applicant must comply with the monitoring programme as
amended by this approval (Approved Monitoring Programme).

c. The applicant must submit all results from the Approved Monitoring
Programme, to WaterNSW, as part of the Completion Report
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General advisory notes

This consent contains the conditions imposed by the consent authority which are to be
complied with when carrying out the approved development. However, this consent is
not an exhaustive list of all obligations which may relate to the carrying out of the
development under the EP&A Act, EP&A Regulation, and other legislation. Some of
these additional obligations are set out in the Conditions of development consent:
advisory notes. https://www.planning.nsw.gov.au/sites/default/files/2023-07/condition-of-
consent-advisory-note.pdf The consent should be read together with the Conditions of
development consent advisory notes to ensure the development is carried out lawfully.

The approved development must be carried out in accordance with the conditions of this
consent. It is an offence under the EP&A Act to carry out development that is not in
accordance with this consent.

Building work or subdivision work must not be carried out until a construction certificate
or subdivision works certificate, respectively, has been issued and a principal certifier
has been appointed.

A document referred to in this consent is taken to be a reference to the version of that
document which applies at the date the consent is issued, unless otherwise stated in the
conditions of this consent.
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Dictionary

The following terms have the following meanings for the purpose of this determination
(except where the context clearly indicates otherwise):

Approved plans and documents means the plans and documents endorsed by the
consent authority, a copy of which is included in this notice of determination.

AS means Australian Standard published by Standards Australia International Limited
and means the current standard which applies at the time the consent is issued.
Building work means any physical activity involved in the erection of a building.

Certifier means a council or a person that is registered to carry out certification work
under the Building and Development Certifiers Act 2018.

Construction certificate means a certificate to the effect that building work completed
in accordance with specified plans and specifications or standards will comply with the
requirements of the EP&A Regulation and Environmental Planning and Assessment
(Development Certification and Fire Safety) Regulation 2021.

Council means the City of Sydney.

Court means the Land and Environment Court of NSW.

EPA means the NSW Environment Protection Authority.

EP&A Act means the Environmental Planning and Assessment Act 1979.

EP&A Regulation means the Environmental Planning and Assessment Regulation
2021.

Independent Planning Commission means Independent Planning Commission of New
South Wales constituted by section 2.7 of the EP&A Act.

Local planning panel means the City of Sydney Local Planning Panel.

Occupation certificate means a certificate that authorises the occupation and use of a
new building or a change of building use for an existing building in accordance with this
consent.

Principal certifier means the certifier appointed as the principal certifier for building
work or subdivision work under section 6.6(1) or 6.12(1) of the EP&A Act respectively.

Site work means any work that is physically carried out on the land to which the
development the subject of this development consent is to be carried out, including but
not limited to building work, subdivision work, demolition work, clearing of vegetation or
remediation work.

Stormwater drainage system means all works and facilities relating to:

the collection of stormwater,

the reuse of stormwater,

the detention of stormwater,

the controlled release of stormwater, and

connections to easements and public stormwater systems.

Strata certificate means a certificate in the approved form issued under Part 4 of the

Strata Schemes Development Act 2015 that authorises the registration of a strata plan,
strata plan of subdivision or notice of conversion.
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Subdivision certificate means a certificate that authorises the registration of a plan of
subdivision under Part 23 of the Conveyancing Act 1919.

Subdivision works certificate means a certificate to the effect that subdivision work

completed in accordance with specified plans and specifications will comply with the
requirements of the EP&A Regulation.
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