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Recommended Conditions of Consent
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SCHEDULE 1 

GENERAL CONDITIONS 

(1) APPROVED DEVELOPMENT 

(a) Development must be in accordance with Development Application No. 
D/2024/935 dated 31 October 2024 and the following drawings 
prepared by Sam Crawford Architects: 

Drawing Number Drawing Name Date 

101 Rev A Lot Consolidation Plan 6.08.2024 

131 Rev B Demolition Plan 4.02.2025 

141 Rev C Prop GF Plan 4.02.2025 

142 Rev C Prop 1F Plan 4.02.2025 

143 Rev C Prop Roof Plan 4.02.2025 

201 Rev C South Elevation 4.02.2025 

202 Rev C West Elevation 4.02.2025 

203 Rev C North Elevation 4.02.2025 

204 Rev C East Elevation 4.02.2025 

301 Rev C Section 01 4.02.2025 

302 Rev C Section 02 4.02.2025 

303 Rev C Section 03 4.02.2025 

304 Rev C Section 04 4.02.2025 

 

and as amended by the conditions of this consent. 

(b) In the event of any inconsistency between the approved plans and 
supplementary documentation, the drawings will prevail. 
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Reason 

To ensure all parties are aware of the approved plans and supporting 
documentation that applies to the development. 

(2) TREE APPROVED FOR REMOVAL 

(a) The tree detailed in Table 1 below is approved for removal. Tree 
removal must not occur until the relevant certification being issued 
(pursuant to Section 6.28 of the Environmental Planning and 
Assessment Act 1979). 

Table 1 – Tree Removal: 

Tree No Species: Location 

1 Eucalyptus tereticornis 
(Forest Red Gum) 

10 Raper Street 
(adjacent to the west 
shared boundary fence) 

 

(b) Tree removal works must be carried out by an arborist with a minimum 
AWF Level 3 qualification in arboriculture in accordance with 
SafeWork’s Code of Practice – Amenity Tree Industry. 

Reason 

To identify the trees that can be removed. 

(3) TREE TO BE RETAINED 

The existing tree detailed in Table 2 below is to be retained and protected in 
accordance with the conditions throughout construction and development. 

Table 2 – Tree Retention: 

Approval is NOT granted for the removal of the following tree, which Council 
has determined to be prominent landscape elements. 

Tree No Species: Location 

2 Celtis occidentalis (Hackberry 
Tree) 

8 Raper street 
(adjacent to shared 
boundary) 

 

Reason 

To identify the trees that cannot be removed, must be retained and protected. 
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(4) ASSOCIATED ROADWAY COSTS 

All costs associated with the construction of any new road works including 
kerb and gutter, road pavement, drainage system and footway shall be borne 
by the developer. The new road works must be designed and constructed in 
accordance with the City’s “Sydney Streets Technical Specification” including 
amendments and “Sydney Streets Design Code”. 

Reason 

To ensure all roadway works are designed and constructed in accordance with 
Council requirements. 

(5) NO OBSTRUCTIONS 

All public footways and paths of travel must be free from obstructions.  If 
services are required to be relocated to clear paths of travel, then this must 
be undertaken at the developer’s expense.  All obstructions are to be 
removed prior to Occupation. 

Reason 

To ensure there are no obstructions on public footways and paths of travel. 
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BUILDING WORK 

BEFORE ISSUE OF A RELEVANT CERTIFICATION 

(6) MATERIALS AND SAMPLES SCHEDULE 

A detailed material, colours and finishes schedule (including visible rainwater 
goods and services) keyed to each building elevation must be submitted to 
Council’s Area Coordinator / Area Planning Manager prior to relevant 
certification being issued (pursuant to Section 6.28 of the Environmental 
Planning and Assessment Act 1979). The schedule is to be consistent with 
the submitted materials and finishes included on the plans prepared by Sam 
Crawford Architects titled “Materials + Finishes Front”, Drawing 701 Rev C, 
Dated 4.02.2025, and “Materials + Finishes Rear”, Drawing 702 Rev C, 
Dated 4.02.2025. 

The materials and samples schedule/board must not include generic material 
or colour descriptions or use terminology such as ‘or similar’. 

Reason 

To require the submission of a materials and samples board following 
assessment of the development. 

(7) COMPLIANCE WITH THE ACOUSTIC REPORT PRIOR TO 
CONSTRUCTION AND OR OCCUPATION 

(a) All relevant performance parameters (including but not limited to 
requirements, engineering assumptions and recommendations) in the 
DA Acoustic Report prepared by Norththrop, dated 19 July 2024, ref 
SY21107407AURP024 (Council Ref 2024/623493) must be 
implemented in the development prior to the commencement of its use. 

(b) Prior to the issue of any relevant certification being issued (pursuant to 
Section 6.28 of the Environmental Planning and Assessment Act 
1979), the final construction drawings and final construction 
methodology must be assessed and reported to be in accordance with 
the requirements of the DA Acoustic Report in (a) above, with 
reference to relevant documentation. This must be done by a Suitably 
Qualified Acoustic Consultant* (see definition below).  This work will be 
to the satisfaction of the Registered Certifier. 

(c) Prior to Occupation or use, a Suitably Qualified Acoustic Consultant* is 
to provide a written Acoustic Verification Report to the satisfaction of 
the Principal Certifier that the development complies with the 
requirements set out in the Report and in (a) and (b) above. 

Note: Suitably Qualified Acoustic Consultant means a consultant who 
possesses the qualifications to join the Australian Acoustical Society, 
Institution of Engineers Australia (grade of member) or the Association 
of Australasian Acoustical Consultants (grade of member firm). 
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(d) All physical aspects of the building’s structure installed in order to meet 
performance parameters in accordance with this condition must be 
maintained at all times. 

Reason 

To ensure all parties are aware of the supporting documentation that applies 
to the development. 

(8) BASIX CERTIFICATE – DETAILS TO BE LODGED 

A copy of the required completed BASIX certificate accepted as part of this 
Development Consent with respect to the proposed residential building 
works, must be lodged with relevant certification being issued (pursuant to 
Section 6.28 of the Environmental Planning and Assessment Act 1979) and 
the items nominated as part of the subject BASIX certificate must be 
specified on the plans submitted with the certification. – See Note. 

IMPORTANT NOTE: 

Any requirement detailed in the accompanying BASIX Certificate, MUST be 
included as a specific notation or inclusion on any future plans and 
specification in accordance with Part 3 of Schedule 1 of the EP&A 
Regulation, 2021. 

Reason 

To ensure BASIX commitments are fulfilled in accordance with the BASIX 
certificate (prescribed condition under clause 75 EP&A Regulation, 2021). 

(9) PARKING DESIGN 

The design, layout, signage, line marking, lighting and physical controls of all 
off-street parking facilities must comply with the minimum requirements of 
Australian Standard AS/NZS 2890.3 and AS/NZS 2890.5 in relation to 
bicycle and motorbike parking. The details must be submitted to and 
approved by the Registered Certifier prior to a relevant certification being 
issued (pursuant to Section 6.28 of the Environmental Planning and 
Assessment Act 1979). 

Reason 

To ensure parking facilities are designed in accordance with the Australian 
Standards. 

(10) ALLOCATION OF PARKING 

The number of parking spaces to be provided for the development must 
comply with the table below. Details confirming the parking numbers must be 
submitted to the satisfaction of the Registered Certifier prior to the issue of 
relevant certification being issued (pursuant to Section 6.28 of the 
Environmental Planning and Assessment Act 1979). 
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Car Parking Type Number 

Motorcycle parking 2 

 

Reason 

To ensure the allocation of parking is in accordance with the Council’s DCP. 

(11) BICYCLE PARKING 

(a) The minimum number of bicycle parking spaces and end of trip 
facilities to be provided within the site boundary for the development 
must comply with the table below. 

Bicycle Parking Type Number Requirements 

Residential 6 Spaces must be a class 2 
bicycle facilities 

 

All bicycle parking spaces must be provided on private land. The public 
domain cannot be used to satisfy this condition. 

(b) The layout, design and security of bicycle facilities must comply with 
the minimum requirements of Australian Standard AS 2890.3 Parking 
Facilities Part 3: Bicycle Parking Facilities. The details must be 
submitted to and approved by the Registered Certifier confirming prior 
to and form part of the relevant certification being issued (pursuant to 
Section 6.28 of the Environmental Planning and Assessment Act 
1979). 

Reason 

To ensure the allocation of bicycle parking onsite that is in accordance with 
Australian Standards and the Council’s DCP. 

(12) CONSTRUCTION TRAFFIC MANAGEMENT PLAN 

(a) A Construction Traffic Management Plan must be submitted to Council 
prior to relevant certification being issued (pursuant to Section 6.28 of 
the Environmental Planning and Assessment Act 1979). 

(b) The approved plan must be complied with during any demolition and/or 
construction work. 

Reason 

To ensure that the impacts of construction traffic is appropriately managed. 
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(13) PHOTOGRAPHIC ARCHIVAL DOCUMENTATION (MINOR WORKS) 

Prior to relevant certification being issued (pursuant to Section 6.28 of the 
Environmental Planning and Assessment Act 1979), an archival 
photographic recording of the site is to be prepared . The recording is to be in 
digital form and prepared in accordance with the NSW Heritage Division 
guidelines titled "Photographic Recording of Heritage Items using Film or 
Digital Capture". One copy of the record is to be submitted to Council to be 
lodged with Council's Archives. 

The form of the recording is to be as follows: 

(a) The Development Application number must be noted on the submitted 
information. 

(b) Include a summary report detailing the project description, date and 
authorship of the photographic record, method of documentation and 
limitations of the photographic record. 

(c) Include written confirmation, issued with the authority of both the 
applicant and the photographer that the City of Sydney is granted a 
perpetual non-exclusive licence to make use of the copyright in all 
images supplied, including the right to make copies available to third 
parties as though they were Council images. The signatures of both the 
applicant and the photographer must be included. 

(d) The report is to be submitted on a USB or digital file transfer in PDF/A 
format, (created directly from the digital original), with the digital 
catalogue of images containing the following data for each location, 
image subject/description and date. 

(e) The electronic images are to be taken with a minimum 8 megapixel 
camera, saved as JPEG TIFF or PDF files with a size of approximately 
4-6MB, and cross referenced to the digital catalogue sheets and base 
plans. Choose only images that are necessary to document the 
process and avoid duplicate images. 

Reason 

To ensure appropriate archival documentation of the building. 

(14) LANDSCAPE OF THE SITE 

(a) A detailed landscape design including plans and details drawn to scale, 
and technical specification, by a qualified landscape architect or 
landscape designer must be submitted to Council’s Area Coordinator 
Planning Assessments / Area Planning Manager prior to the issue of 
relevant certification being issued (pursuant to Section 6.28 of the 
Environmental Planning and Assessment Act 1979). These documents 
must include: 

(i) Location of existing and proposed planting on the site including 
existing and proposed trees, planting in natural ground, and 
planting on structure. 
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(ii) Location and details of existing and proposed structures on the 
site including, but not limited to, paving, walls, services, furniture, 
shade structures, lighting and other features. 

(iii) Details of earthworks and soil depths including finished levels 
and any mounding. The minimum soil depths for planting on 
structure must be 1000mm for trees, 450mm for shrubs and 
200mm for groundcovers, excluding mulch and drainage layers. 

(iv) Planting details, and location, numbers, type and supply size of 
plant species, with reference to Australian Standards and 
preference for drought resistant species that contribute to habitat 
creation and biodiversity. 

(v) A minimum of one large tree and three small trees must be 
included in the design. The large trees species must be a 
minimum mature height of 15 metres and canopy width of 12 
metres. The small species trees must be a minimum mature 
height of six metres and five metres canopy width. Palms, fruit 
trees and species recognised to have a short life span will not be 
accepted as suitable replacements. 

(vi) New trees must be planted in natural ground with adequate soil 
volumes to allow maturity to be achieved. Planter boxes will not 
be accepted for tree planting. 

(vii) New trees must be appropriately located away from existing 
buildings and structures to allow maturity to be achieved without 
restriction. 

(viii) Details of planting procedure and maintenance. 

(ix) Landscape maintenance plan.  This plan is to be complied with 
during occupation of the property. 

(c) All landscaping in the approved plan is to be complete prior to any 
Occupation. 

Reason 

To ensure the development is supported by a good quality, buildable 
landscape scheme that meets the City’s controls. 

(15) ADDITIONAL SURVEY AND CIVIL DESIGN 

Prior to any relevant certification being issued (pursuant to Section 6.28 of 
the Environmental Planning and Assessment Act 1979): 

(a) A plumber with appropriate pit lifting equipment must be engaged to 
meet a registered surveyor on site and remove the circular metal lids of 
the three circular metal stormwater pit lids located in the roadway in 
front of the site, and also the metal grate of the stormwater pit in the 
kerb in front of No.18 Raper Street. 

(b) The registered surveyor must measure the pit inverts, pipe inverts and 
pipe diameters of all pipes connecting to the pits. 
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(c) The information noted in subclause (b) above must be added to the 
Detail and Contour Survey by registered survey William Hamer 
Revision 1 dated 6/12/2021 and submitted to Council's Area Planning 
Manager for their records . 

(d) The updated Detail and Contour Survey must be provided to civil 
engineers registered with the National Engineering Register to 
reconfigure the design, noting that Council's records show no pipe in 
the location shown for the stormwater connection. 

(e) The amended civil plans must be submitted to Council's Area Planning 
Manager for their records. 

Reason: To ensure that sufficient information is available for an appropriate 
civil design compliant with Council's stormwater policy. 

 

(16) STORMWATER ON-SITE DETENTION 

The requirements of Sydney Water with regard to the on-site detention 
(OSD) of stormwater must be ascertained and complied with.  Evidence of 
the approval must be submitted to Council prior to relevant certification being 
issued (pursuant to Section 6.28 of the Environmental Planning and 
Assessment Act 1979) other than for demolition. 

Where an OSD is not required by Sydney Water one may still be required by 
the City. 

Reason 

To ensure the requirements of Sydney Water are complied with. 

(17) FLOOD PLANNING LEVELS 

The development must be constructed to comply with the recommended 
flood planning levels indicated in Table 1 of the report titled "Flood 
Assessment Report" prepared by GRC Hydro dated 16 July 2024. 

Details must be submitted to the Registered Certifier prior to the issue of any 
relevant certification being issued (pursuant to Section 6.28 of the 
Environmental Planning and Assessment Act 1979), demonstrating that the 
development will comply with the recommended flood planning levels. 

Reason 

To ensure the development complies with the recommended flood planning 
levels. 
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(18) DILAPIDATION REPORT - PUBLIC DOMAIN 

Prior to any relevant certification being issued (pursuant to Section 6.28 of 
the Environmental Planning and Assessment Act 1979), whichever is earlier, 
a photographic recording of the public domain site frontages is to be 
prepared as described in the Public Domain Manual and submitted for 
approval by Council’s Public Domain Unit. The City’s Public Domain Manual 
is available for download from the City’s website at 
https://www.cityofsydney.nsw.gov.au/ 

The submission is to include written confirmation, issued with the authority of 
both the applicant and the photographer that the City of Sydney is granted a 
perpetual non-exclusive license to make use of the copyright in all images 
supplied, including the right to make copies available to third parties as 
though they were Council images. The signatures of both the applicant and 
the photographer must be included. 

Reason 

To establish and document the condition of the public domain for comparison 
as building work progresses and is completed. 

(19) STORMWATER AND DRAINAGE - MINOR DEVELOPMENT 

The drainage system is to be constructed in accordance with the City's 
standard requirements as detailed in the City of Sydney’s Stormwater 
Drainage Manual. The development is to be designed so that the flow of 
pollutants from the site due to stormwater is reduced. 

The requirements of Sydney Water regarding the on-site detention (OSD) of 
stormwater must be ascertained and complied with. Evidence of the on-site 
detention (OSD) approval must be submitted to City’s Public Domain Unit 
prior to relevant certification being issued (pursuant to Section 6.28 of the 
Environmental Planning and Assessment Act 1979), other than for 
demolition. 

Reason 

To ensure the drainage system is constructed in accordance with Council’s 
requirements. 

(20) MECHANICAL VENTILATION 

(a) The premises must be ventilated in accordance with the Building Code 
of Australia and AS1668.1 and AS1668.2 - The Use of Ventilation and 
Air-conditioning in Buildings - Mechanical Ventilation in Buildings. 

(b) Details of any mechanical ventilation and/or air conditioning system 
complying with AS1668.1 and AS1668.2 - The Use of Ventilation and 
Air-conditioning in Buildings - Mechanical Ventilation in Buildings, the 
Building Code of Australia and relevant Australian Standards must be 
prepared and certified in accordance with Clause A5.2(1)(e) of the 
Building Code of Australia, to the satisfaction of the Registered Certifier 
prior to the relevant certification being issued (pursuant to Section 6.28 
of the Environmental Planning and Assessment Act 1979). 
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(c) Prior to Occupation and following the completion, installation, and 
testing of all the mechanical ventilation systems, a Mechanical 
Ventilation Certificate of Completion and Performance in accordance 
with Clause A5.2(1)(e) of the Building Code of Australia, must be 
submitted to the Principal Certifier. 

Reason 

To ensure the ventilation complies with relevant standards. 

(21) WASTE AND RECYCLING MANAGEMENT – RESIDENTIAL 

The Operational Waste Management Plan accompanying this Development 
Application has not been approved by this consent. An Operational Waste 
Management Plan is to be submitted to and reviewed by Council’s City 
Cleansing & Resource Recovery Unit  prior to relevant certification being 
issued (pursuant to Section 6.28 of the Environmental Planning and 
Assessment Act 1979). The plan must comply with Council’s Development 
Control Plan and Guidelines for Waste Management in New Developments. 
The plan must address: 

(a) The waste storage area is to be  constructed in accordance with the 
City’s Guidelines for Waste Management in New Developments. 

(b) Access to the waste storage room is to have 180 degree openable 
doors that service the whole area. 

(c) waste collection will be via a wheel­out wheel back service with master 
key access to be provided for waste collection purposes. Waste bins 
are not to be presented on the street for collection. 

(d) confirm who is responsible for cleaning and maintaining the waste 
storage area on a regular basis. 

Reason 

To document agreed waste management facilities and arrangements and 
ensure good waste management outcomes. 
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BEFORE BUILDING WORK COMMENCES 

(22) TREE PROTECTION BEFORE AND DURING CONSTRUCTION 

All trees that will be affected by the development within the property and on 
any adjoining land, must be protected in accordance with the Australian 
Standard 4970 Protection of Trees on Development Sites and as follows: 

(a) Stockpiling, storage or mixing of materials, washing of equipment, 
vehicle parking, disposal of liquids, machinery repairs and refuelling, 
disposal of building materials such as cement slurry, siting of offices or 
sheds and the lighting of fires, must not occur within 4 metres of the 
trunk of any tree to be retained (including trees within adjoining 
properties). 

(b) Excavation must not occur within 3 metres of the trunk of trees 
(including trees within adjoining properties). If excavation is proposed 
within this zone, Council’s Tree Management Officer must be contacted 
immediately, and the excavation must be carried out in accordance 
with Council’s direction. 

(c) Excavations except for the localised siting of piers where they are 
within 4 metres of any tree (including trees in adjoining properties) must 
be undertaken using non­destructive methods (such as by hand) to 
ensure no tree roots greater than 40mm diameter are damaged, 
pruned or removed. 

(d) Footings must be relocated / realigned if any tree root greater than 
40mm in diameter is encountered during excavations. A minimum of 
150mm clearance must be provided between the tree root and footing. 

(e) Tree trunk and major branch protection must be undertaken prior to the 
commencement of any works. The protection must be by a qualified 
Arborist with a minimum AQF Level 3 qualification in arboriculture and 
must include: 

(i) Tree trunk/s and/or major branches must be protected by 
wrapped thick carpet underlay or similar padding material to limit 
damage; 

(ii) Timber planks (50mm x 100mm must be placed around tree 
trunk/s. The timber planks must be spaced at 100mm intervals, 
and must be fixed against the trunk with tie wire, or strapping. 
The hessian and timber planks must not be fixed to the tree in 
any instance, or in any fashion; 

(iii) Tree trunk and major branch protection is to remain in place for 
the duration of construction and development works, and must be 
removed at the completion of the project. 

(f) The protection must be certified by an arborist with a minimum AQF 
Level 5 qualification in arboriculture. 
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(g) The consent from Council’s Tree Management Officer must be 
obtained prior to the undertaking of any tree pruning works, including 
tree roots greater than 40mm in diameter. Only minor pruning works 
will be approved by Council. 

Reason 

To ensure the protection and ongoing health of trees. 

(23) EROSION AND SEDIMENT CONTROL - BETWEEN 250 AND 2,500SQM 

Prior to the commencement of demolition/excavation/construction work, an 
Erosion and Sediment Control Plan (ESCP) must be submitted to and be 
approved by the Principal Certifier. The ESCP must: 

(a) Conform to the specifications and standards contained in Managing 
Urban Stormwater: Soils and Construction (Landcom, 2004); the 
Guidelines for Erosion and Sediment Control on Building Sites (City of 
Sydney, 2004); and the NSW Protection of the Environment Operations 
Act 1997. 

(b) Include a drawing(s) that clearly shows: 

(i) location of site boundaries and adjoining roads 

(ii) approximate grades and indications of direction(s) of fall 

(iii) approximate location of trees and other vegetation, showing 
items for removal or retention 

(iv) location of site access, proposed roads and other impervious 
areas 

(v) existing and proposed drainage patterns with stormwater 
discharge points 

(vi) north point and scale 

(c) Specify how soil conservation measures will be conducted on site 
including: 

(i) timing of works 

(ii) locations of lands where a protective ground cover will, as far as 
is practicable, be maintained 

(iii) access protection measures 

(iv) nature and extent of earthworks, including the amount of any cut 
and fill 

(v) where applicable, the diversion of runoff from upslope lands 
around the disturbed areas 

(vi) location of all soil and other material stockpiles including topsoil 
storage, protection and reuse methodology 
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(vii) procedures by which stormwater is to be collected and treated 
prior to discharge including details of any proposed pollution 
control device(s) 

(viii) frequency and nature of any maintenance program 

(ix) other site-specific soil or water conservation structures. 

Reason 

To ensure that appropriate erosion and sediment control measures are put in 
place during construction to protect the environment. 

(24) DEMOLITION, EXCAVATION AND CONSTRUCTION MANAGEMENT 

(a) Prior to the commencement of demolition and/or excavation work the 
following details must be submitted to and be approved by the Principal 
Certifier: 

(i) Plans and elevations showing distances of the subject building 
from the location of adjoining and common/party walls, and 
(where applicable) the proposed method of facade retention. 

(ii) A Demolition Work Method Statement prepared by a licensed 
demolisher who is registered with the Work Cover Authority. (The 
demolition by induced collapse, the use of explosives or on-site 
burning is not permitted.) 

(iii) An Excavation Work Method Statement prepared by an 
appropriately qualified person. 

(iv) A Waste and Recycling Management Plan – Demolition and 
Construction for the demolition and or excavation of the proposed 
development. The plan is to include details of materials that will 
be excavated and their proposed destination or reuse. 

(v) Plans and elevations showing the location, construction and 
installation of temporary site fencing and any temporary 
structures used in connection with the construction of the 
development. 

Note: Temporary structures, including hoardings and scaffolding, 
proposed for erection on City-owned and controlled land (footways and 
roadways), must comply with Council’s Guidelines for Hoardings and 
Scaffolding  

(b) Such statements must, where applicable, be in compliance with 
AS2601-2001 Demolition of Structures, the Work, Health and Safety 
Act 2011 and Regulation; Council’s Guidelines for Waste Management 
in New Developments 2018, the Waste Avoidance and Resource 
Recovery Act 2001, and all other relevant acts and regulations and 
must include provisions for: 

(i) A Materials Handling Statement for the removal of refuse from 
the site in accordance with the Waste Avoidance and Resource 
Recovery Act 2001. 
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(ii) The name and address of the company/contractor undertaking 
demolition/excavation works. 

(iii) The name and address of the company/contractor undertaking off 
site remediation/disposal of excavated materials. 

(iv) The name and address of the transport contractor. 

(v) The type and quantity of material to be removed from site. 

(vi) Location and method of waste disposal and recycling. 

(vii) Proposed truck routes, in accordance with this development 
consent. 

(viii) Procedures to be adopted for the prevention of loose or 
contaminated material, spoil, dust and litter from being deposited 
onto the public way from trucks and associated equipment and 
the proposed method of cleaning surrounding roadways from 
such deposits. (Note: With regard to demolition of buildings, dust 
emission must be minimised for the full height of the building. A 
minimum requirement is that perimeter scaffolding, combined 
with chain wire and shade cloth must be used, together with 
continuous water spray during the demolition process. 
Compressed air must not be used to blow dust from the building 
site). 

(ix) Measures to control noise emissions from the site. 

(x) Measures to suppress odours. 

(xi) Enclosing and making the site safe. 

(xii) Induction training for on-site personnel. 

(xiii) Written confirmation that an appropriately qualified Occupational 
Hygiene Consultant has inspected the building/site for asbestos, 
contamination and other hazardous materials, in accordance with 
the procedures acceptable to SafeWork NSW. 

(xiv) An Asbestos and Hazardous Materials Clearance Certificate by a 
person approved by the SafeWork NSW. 

(xv) Disconnection of utilities. 

(xvi) Fire Fighting. (Fire fighting services on site are to be maintained 
at all times during demolition work. Access to fire services in the 
street must not be obstructed). 

(xvii) Access and egress. (Demolition and excavation activity must not 
cause damage to or adversely affect the safe access and egress 
of the subject building or any adjacent buildings). 

(xviii) Waterproofing of any exposed surfaces of adjoining buildings. 
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(xix) Control of water pollution and leachate and cleaning of vehicles 
tyres (proposals must be in accordance with the Protection of the 
Environmental Operations Act 1997). 

(xx) Working hours, in accordance with this development consent. 

(xxi) Any SafeWork NSW requirements. 

(c) The approved work method statements and a waste management plan 
as required by this condition must be implemented in full during the 
period of construction. 

(d) All waste records from the recycling and/or disposal of any demolition 
and construction waste generated from the works must be retained on 
site. These records must be available for sighting on request by an 
authorised Council officer. 

Reason 

To ensure that impacts arising from demolition, excavation and construction 
are appropriately managed. 
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DURING BUILDING WORK 

(25) FLASHINGS TO BOUNDARY WALLS 

A flashing must be provided to prevent water entering between the proposed 
and existing external boundary walls of the adjoining properties. 

Note: Attachments or connections to party walls may require the consent of 
the adjoining property owner/s. 

Reason 

To prevent water entering between the walls of adjoining properties. 

(26) HOURS OF WORK AND NOISE – OUTSIDE CBD 

The hours of construction and work on the development must be as follows: 

(a) All work, including building/demolition and excavation work, and 
activities in the vicinity of the site generating noise associated with 
preparation for the commencement of work (eg. loading and unloading 
of goods, transferring of tools etc) in connection with the proposed 
development must only be carried out between the hours of 7.00am 
and 5.00pm on Mondays to Saturdays, and no work must be carried 
out on Sundays or public holidays. 

(b) All work, including demolition, excavation and building work must 
comply with the City of Sydney Code of Practice for Construction 
Hours/Noise 1992 and Australian Standard 2436 - 2010 Guide to Noise 
Control on Construction, Maintenance and Demolition Sites. 

(c) Notwithstanding the above, the use of a crane for special operations, 
including the delivery of materials, hoisting of plant and equipment and 
erection and dismantling of on-site tower cranes which warrant the on-
street use of mobile cranes outside of above hours can occur, subject 
to a separate application being submitted to and approved by Council 
under Section 68 of the Local Government Act 1993 and Sections 
138/139 of the Roads Act 1993. 

Note: Works may be undertaken outside of hours, where it is required to 
avoid the loss of life, damage to property, to prevent environmental harm 
and/or to avoid structural damage to the building. Written approval must be 
given by the Construction Regulation Team, prior to works proceeding. 

The City of Sydney Code of Practice for Construction Hours/Noise 1992 
allows extended working hours subject to the approval of an application in 
accordance with the Code and under Section 4.55 of the Environmental 
Planning and Assessment Act 1979. 

Reason 

To protect the amenity of the surrounding area. 
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(27) USE OF INTRUSIVE APPLIANCES – NOT APPROVED 

This development consent does not extend to the use of appliances which 
emit noise of a highly intrusive nature (such as pile - drivers and hydraulic 
hammers) or are not listed in Groups B, C, D, E or F of Schedule 1 of the 
City of Sydney Code of Practice for Construction Hours/Noise 1992”. 

A separate Section 4.55 application must be submitted to the Council for the 
use of any equipment of a highly intrusive nature (such as pile - drivers and 
hydraulic hammers) or are not listed in Groups B, C, D, E or F of Schedule 1 
of the City of Sydney Code of Practice for Construction Hours/Noise 1992. 

Reason 

To ensure the acoustic amenity of surrounding developments is maintained. 

(28) ARCHAEOLOGICAL DISCOVERY DURING EXCAVATION 

(a) Should any relics be unexpectedly discovered on the site during 
excavation, all excavation or disturbance to the area is to stop 
immediately and the Heritage Council of NSW should be informed in 
accordance with section 146 of the Heritage Act 1977. 

(b) Should any Aboriginal objects be unexpectedly discovered then all 
excavation or disturbance of the area is to stop immediately and NSW 
Government Office of Environment and Heritage is to be informed in 
accordance with Section 89A of the National Parks and Wildlife Act 
1974. 

(c) Should any archaeological remains or Aboriginal objects be 
discovered, a copy of recording of the finds and the final archaeological 
summary report is to be submitted to Council prior to Occupation. 

(d) If the discovery is on Council’s land, Council must be informed. 

Reason 

To ensure that the archaeology of the site is appropriately managed and 
protected. 

(29) PROTECTION OF NATIVE WILDLIFE 

(a) In the event that wildlife is found during the course of tree removal 
works, work must stop until a trained wildlife handler attends the site or 
the animal relocates itself.  In regards to tree pruning, works may only 
proceed if the animals will not come into direct harm. 

(b) In the event that the tree has nesting birds or native animals, works 
must be delayed until after the nesting period has been completed, 
unless in the event of an emergency. 

Reason 

To ensure that wildlife is adequately protected during tree removal/pruning 
works. 
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(30) STORMWATER DRAINAGE CONNECTION 

For approval of a connection into the City of Sydney’s drainage system an 
“Application for Approval of Stormwater Drainage Connections" must be 
submitted to the City, together with an application fee in accordance with the 
City of Sydney’s adopted Schedule of Fees and Charges.  This must be 
approved prior to approval being issued for the construction of public domain 
work. 

Reason 

To ensure approval of connection into the Council’s drainage system is sought. 

(31) LOADING AND UNLOADING DURING CONSTRUCTION 

The following requirements apply: 

(a) All loading and unloading associated with construction activity must be 
accommodated on site, where possible. 

(b) If, it is not feasible for loading and unloading to take place on site, a 
Works Zone on the street may be considered by Council. 

(c) All proposed works within the public road and footway shall be 
undertaken in accordance with the relevant safety standards, and 
council specifications. A copy of the detail plans will be submitted to 
Council prior to work commencing, and the applicant/developer shall 
arrange for necessary inspections by Council whilst the work is in 
progress or after completion of the works. 

Reason 

To protect the amenity of the public domain. 

(32) NO OBSTRUCTION OF PUBLIC WAY 

Unless otherwise approved by Council, the public way must not be 
obstructed by any materials, vehicles, waste receptacles, skip-bins or the 
like. Non-compliance with this requirement may result in the issue of a notice 
by Council to stop all work on the site. 

Reason 

To protect the amenity of the public domain. 

(33) ASBESTOS REMOVAL WORKS 

(a) All works removing asbestos containing materials must be carried out 
by a suitably licensed asbestos removalist duly licensed with Safework 
NSW, holding either a Friable (Class A) or a Non-Friable (Class B) 
Asbestos Removal Licence which ever applies. 

A copy of the relevant licence must be made available to any 
authorised Council officer on request within 24 hours. 
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(b) Five days prior to the commencement of licensed asbestos removal, 
Safework NSW must be formally notified of the works. All adjoining 
properties and those opposite the development must be notified in 
writing of the dates and times when asbestos removal is to be 
conducted. The notification must identify the licensed asbestos removal 
contractor and include a contact person for the site together with 
telephone number and email address. 

(c) All work must be carried out in accordance with the Work Health and 
Safety Regulation 2017 and the NSW Government and SafeWork NSW 
document entitled How to manage and control asbestos in the work 
place: Code of Practice (Safework NSW) December 2011 and the City 
of Sydney Managing Asbestos Policy dated 21 October 2013 and 
associated guidelines. 

(d) The asbestos removalist must use signs and barricades to clearly 
indicate the area where the asbestos removal work is being performed. 
Signs must be placed in positions so that people are aware of where 
the asbestos removal work area is and should remain in place until 
removal is completed and clearance to reoccupy has been granted. 
Responsibilities for the security and safety of the asbestos removal site 
and removal must be specified in the asbestos removal control plan 
(where required). This includes inaccessible areas that are likely to 
contain asbestos. 

(e) Warning signs must be placed so they inform all people nearby that 
asbestos removal work is taking place in the area. Signs must be 
placed at all of the main entry points to the asbestos removal work area 
where asbestos is present. These signs must be weatherproof, 
constructed of light-weight material and adequately secured so they 
remain in prominent locations. The signs must be in accordance with 
AS 1319 -1994 Safety Signs for the Occupational Environment for size, 
illumination, location and maintenance. 

(f) Asbestos waste must only be transported and disposed of at an EPA 
licensed waste facility. 

(g) No asbestos products are to be reused on the site (i.e. packing pieces, 
spacers, formwork or fill etc). 

(h) No asbestos laden skips or bins are to be left in any public place 
without the written approval of Council. 

(i) A site notice board must be located at the main entrance to the site in a 
prominent position and must have minimum dimensions of 841mm x 
594mm (A1) with any text on the notice to be a minimum of 30 point 
type size. 

The site notice board must include the following: 

(i) contact person for the site; 

(ii) telephone and facsimile numbers and email address; and 

(iii) site activities and time frames. 
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Reason 

To ensure that the handling and removal of asbestos from the site is 
appropriately managed. 

(34) CLASSIFICATION OF WASTE 

Prior to the exportation of waste (including fill or soil) from the site, the waste 
materials must be classified in accordance with the provisions of the 
Protection of the Environment Operations Act 1997 and the NSW EPA Waste 
Classification Guidelines, Part1: Classifying Waste (November 2014). The 
classification of the material is essential to determine where the waste may 
be legally taken. The Protection of the Environment Operations Act 1997 
provides for the commission of an offence for both the waste owner and the 
transporters if the waste is taken to a place that cannot lawfully be used as a 
waste facility for a particular class of waste. For the transport and disposal of 
industrial, hazardous or Group A liquid waste advice should be sought from 
the EPA. 

Reason 

To ensure that waste from site is classified and disposed of appropriately. 

(35) EROSION AND SEDIMENT CONTROL 

The Soil and Water Management Plan (SWMP) or Erosion and Sediment 
Control Plan (ESCP) which has been approved by the Principal Certifier must 
be implemented in full during the construction period. 

During the construction period:- 

(a) erosion and sediment controls must be regularly inspected, repaired 
and maintained in working order sufficient for a 10 year Average 
Recurrence Interval (ARI) rainfall event; 

(b) erosion and sediment control signage available from Council must be 
completed and attached to the most prominent structure visible at all 
times when entering the site for the duration of construction; and 

(c) building operations and stockpiles must not be located on the public 
footway or any other locations which could lead to the discharge of 
materials into the stormwater system. 

Reason 

To ensure no substance other than rainwater enters the stormwater system 
and waterways. 

(36) SURVEY SETOUT PRIOR TO COMMENCEMENT 

(a) Prior to the commencement of construction, all footings, walls and floor 
slabs adjacent to a boundary must be set out by a registered surveyor. 

(b) The building shall be sufficiently set back to ensure that no component of 

the building (such as the roof , guttering, or downpipes) encroach upon 
or overhang the boundaries of the site. 
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(c) The registered surveyor shall provide a survey and report to the 
Principal Certifier and builder indicating the position of the footings, walls 
and floor slabs in relation to the boundaries of the allotment.  The builder 
must receive the survey report prior to any associated concrete pour. 

Reason 

To ensure the development does not encroach onto neighbouring properties. 

(37) SYDNEY WATER CERTIFICATE 

A Section 73 Compliance Certificate under the Sydney Water Act 1994 must 
be obtained from Sydney Water Corporation. 

Application must be made through an authorised Water Servicing 
Coordinator. Please refer to the Building Developing and Plumbing section 
on the web site www.sydneywater.com.au then refer to “Water Servicing 
Coordinator” under “Developing Your Land” or telephone 13 20 92 for 
assistance. 

Following application a “Notice of Requirements” will advise of water and 
sewer infrastructure to be built and charges to be paid. Please make early 
contact with the Coordinator, since building of water/sewer infrastructure can 
be time consuming and may impact on other services and building, driveway 
or landscape design. 

The Section 73 Certificate must be submitted to Council or the Principal 
Certifier prior to Occupation of the development . 

Reason 

To ensure the requirements of Sydney Water are met. 
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BEFORE OCCUPATION 

(38) SUBMISSION OF ELECTRONIC CAD MODELS PRIOR 

(a) Prior to any Occupation, an accurate 1:1 electronic CAD model of the 
completed development must be submitted to and approved by 
Council’s Area Coordinator Planning Assessments/Area Planning 
Manager for the electronic Visualisation City Model. 

(b) The data required to be submitted within the surveyed location must 
include and identify: 

(i) building design above and below ground in accordance with the 
development consent; 

(ii) all underground services and utilities, underground structures and 
basements, known archaeological structures and artefacts; 

(iii) a current two points on the site boundary clearly marked to show 
their Northing and Easting MGA (Map Grid of Australia) 
coordinates, which must be based on Established Marks 
registered in the Department of Lands and Property Information’s 
SCIMS Database with a Horizontal Position Equal to or better 
than Class C. 

The data is to be submitted as a DGN or DWG file on a Compact Disc. 
All modelling is to be referenced to the Map Grid of Australia (MGA) 
spatially located in the Initial Data Extraction file. 

(c) The electronic model must be constructed in accordance with the City’s 
3D CAD electronic model specification. The specification is available 
online at http://www.cityofsydney.nsw.gov.au/development/application-
guide/application-process/model-requirements Council’s Modelling staff 
should be consulted prior to creation of the model. The data is to 
comply with all of the conditions of the Development Consent. 

Reason 

To ensure the provision of an appropriate electronic model of the development. 

(39) BASIX 

All commitments listed in each relevant BASIX Certificate for the 
development must be fulfilled prior to any Occupation. 

Reason 

To ensure BASIX commitments are fulfilled in accordance with the BASIX 
certificate (prescribed condition under clause 75 EP&A Regulation 2021). 

(40) ACCOMMODATION - REGISTRATION AND CARETAKER 

Prior to any Occupation, Council's Health and Building Unit must be advised 
in writing of the business name, address, owner or company name, 24 hour 
contact details for the site manager, and the number of occupants approved 
for the premises. A caretaker/manager must be contactable 24 hours a day. 
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Reason 

To provide Council with adequate details of the boarding house use prior to 
operation. 

(41) HEALTH DATABASE REGISTRATION 

The community housing provider who will manage the boarding house is to 
be registered with Council's Health and Building Unit prior to any Occupation. 
Registration forms are available on Council's website 
www.cityofsydney.nsw.gov.au or by calling Council's Health Unit on 02 9265 
9333. 

Reason 

To provide Council with adequate details of the boarding house use prior to 
operation. 

(42) PLAN OF MANAGEMENT 

(a) An updated Plan of Management for the co-living use is to be 
submitted to  Council’s Area Coordinator Planning Assessments / Area 
Planning Manager prior to Occupation of the site/use: 

(b) A copy of the plan is to be kept on site by the site manager. 

(c) The use must always be operated / managed in accordance with the 
Plan of Management submitted  in accordance with the process 
specified at (a) above. In the event of any inconsistency, the 
conditions of this consent will prevail over the Plan of Management. 

(d) The Proponent may update and revise the Plan of Management 
by submitting the updated Plan of Management to Council’s Area 
Planning Coordinator / Manager. 

Reason 

To ensure an adequate plan of management is prepared for the approved use. 

(43) REGISTRATION OF CONSOLIDATION PLAN 

Prior to Occupation, a Consolidation Plan shall be carried out by a surveyor 
registered under the Surveying and Spatial Information Act 2002, and must 
be registered with the office of NSW Land Registry Services. 

A copy of the new title for the consolidated site must be provided to the 
Principal Certifier prior to Occupation. The title must show that easements 
have been created. 

Reason 

To ensure the existing lots are consolidated into one title, facilitate future 
administration of the site and formalise historical encroachments. 
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(44) SURVEY CERTIFICATE PRIOR TO OCCUPATION  

Prior to Occupation, a Final Identification Survey prepared and signed by a 
surveyor registered under the Surveying & Spatial Information Act 2002 
must be submitted at the completion of the building work certifying the 
location of the building and showing offsets in relation to the boundaries of 
the allotment. 

Any encroachments of the building including gutters and downpipes over the 
side boundaries  that are not approved in the DA must be removed, or 
where approved, appropriate easements under Section 88B of the 
Conveyancing Act 1919, with terms to the satisfaction of Council, must be 
lodged with the office of NSW Land Registry Services, and evidence of 
lodgement provided to the Principal Certifier prior to Occupation. 
Encroachments upon public roads must, if supported, be approved by 
Council’s Area Planning Manager prior to Occupation. 

Reason: To ensure that either the building does not encroach, or that any 
encroachments are formalised on title. 

(45) WASTE AND RECYCLING MANAGEMENT – RESIDENTIAL 

(a) Prior to Occupation, Council’s review and written approval of the as-
built waste infrastructure, facilities, and vehicle access is required. The 
City Cleansing & Resource Recovery Unit of Council must be satisfied 
that: 

(i) All waste management facilities, storage, and collection 
infrastructure comply with the stamped plans, approved 
Operational Waste Management Plan and Council’s Guidelines 
for Waste Management in New Developments, the City of 
Sydney’s DCP, and the developments Conditions of Consent. 

(ii) All waste rooms, corridors, doors, and gates to be accessed by 
Councils collection contractor(s) are to be fitted and accessible 
via Council’s master key system. Specifications of locks, barrels, 
and supporting infrastructure are to be submitted to Council’s City 
Cleansing & Resource Recovery Unit. 

(b) Site inspections are to be conducted by Council’s City Cleansing & 
Resource Recovery Unit to review the site on-site waste collection, 
storage and loading bay infrastructure prior to Occupation. The 
inspections are to be conducted a minimum 6-months prior to projects 
anticipated construction completion. Prior to the inspection an 
electronic copy of the latest architectural plans are to be submitted. 

(c) An updated Operational Waste Management Plan is to be submitted to 
Council’s City Cleansing & Resource Recovery Unit that aligns with the 
latest version of architectural plans and waste related updates 
identified during the site inspections. The plan is to be reviewed by 
Council’s City Cleansing & Resource Recovery Unit and approved by 
Council’s Area Planning Manager prior to Occupation. 
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(d) The developer is to enter into a formal agreement with the City of 
Sydney Council for the utilisation of Councils Waste Collection Service. 
A signed agreement is to be submitted to Council’s City Cleansing & 
Resource Recovery unit prior to Occupation. 

(e) The assigned strata manager for the development and direct contact 
details are to be provided to Council’s City Cleansing & Resource 
Recovery Unit prior to Occupation. 

Reason 

To ensure that facilities and arrangements are in place to enable the 
provision of a safe and efficient waste collection service responsive to 
Council’s policies and contractual service provisions. 

(46) STORMWATER COMPLETION DEED OF AGREEMENT AND POSITIVE 
COVENANT 

Prior to Occupation: 

(a) The Owner is required to enter into a Deed of Agreement (Stormwater 
Deed) with the City of Sydney and obtain registration of Title of a 
Positive Covenant for all proposed connections to the City’s 
underground drainage system. The deed and positive covenant will 
contain terms reasonably required by the City and will be drafted by the 
City’s Legal Services Unit at the cost of the applicant, in accordance 
with the City’s Fees and Charges. 

(b) A Positive Covenant must be registered on the property title for all 
drainage systems involving On-Site Detention (OSD) to ensure 
maintenance of the approved OSD system regardless of the method of 
connection. The positive covenant will contain terms reasonably 
required by the City and will be drafted by the City’s solicitor at the cost 
of the applicant, in accordance with the City’s Fees and Charges. 

Reason 

To protect underground drainage system. 

(47) FLOOD RISK MANAGEMENT 

Prior to any Occupation, a certification report prepared by a suitably qualified 
practitioner engineer (NPER), for flood risk management measures including 
flood planning level/s demonstrating compliance with the approved 
construction plans must be submitted to and be approved by the Principal 
Certifier.  A copy of the report must be provided to Council for record keeping 
purposes. 

Reason 

To ensure flood risk management measures are complied with. 
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(48) FLOOD PROTECTION FEATURES 

Prior to any Occupation, the proposed Flood Protection System including all 
its features are to be tested by an independent floodplain management 
consultant, and a report confirming the full operation of the system is to be 
submitted to and approved by Principal Certifying Authority. 

Reason 

To ensure flood risk management measures are complied with. 
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OCCUPATION AND ONGOING USE 

(49) CERTIFICATION PRIOR TO OCCUPATION 

Prior to occupation or use, certification is to be obtained certifying that the 
approved building works are suitable for occupation or use in accordance 
with their classification under the BCA and that Certification has been issued 
under 6.28 of the EP&A Act 1979 and BCA 2022.   

Reason 

To ensure the site is authorised for occupation. 

(50) NOISE –  PLANT  

(a) Noise from plant must not exceed a project amenity/intrusiveness noise 
level or maximum noise level in accordance with relevant requirements 
of the NSW EPA Noise Policy for Industry 2017 (NPfI) unless agreed to 
by the City’s Area Planning Manager. Further: 

(i) Background noise monitoring must be carried out in accordance 
with the long-term methodology in Fact Sheet B of the NPfI 
unless otherwise agreed by the City’s Area Planning Manager. 

(ii) Plant is limited to heating, ventilation, air conditioning, 
refrigeration and energy generation equipment. 

(b) Noise from plant must not operate: 

(i) during peak time—at a noise level that exceeds 5 dB(A) above 
the ambient background noise level measured at any property 
boundary, or 

(ii) during off peak time—at a noise level that is audible in habitable 
rooms of adjoining residences. 

Reason 

To protect the acoustic amenity of surrounding properties. 

(51) HOURS OF OPERATION – OUTDOOR COMMON AREA 

The outdoor common open space area is to be used only between the hours 
of 7.00am to 10.00pm daily, and in accordance with the approved plan of 
management. 

Reason 

To protect acoustic amenity. 

(52) ENCROACHMENTS – PUBLIC WAY 

No portion of the proposed structure, including gates and doors during 
opening and closing operations, shall encroach upon Council’s footpath area. 
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Reason 

To protect the public way. 

(53) ONGOING WASTE MANAGEMENT – RESIDENTIAL 

(a) The ongoing use of development must be in accordance with the 
approved Operational Waste Management Plan, Council’s Guidelines 
for Waste Management in New Developments, the City of Sydney’s 
DCP, and the developments Conditions of Consent. 

(b) All general waste and recycling stream(s) materials emanating from the 
premises must be stored in the designated waste storage area(s) 
integrated within the built form and must not be stored outside the 
premises (including any public place) at any time. 

(c) The property manager is responsible for lodging requests for 
damaged/broken bins, managing the rotation of bins, ensuring the full 
allocation of relevant bins are available for scheduled collections, 
management of odour and the routine cleaning and maintenance of all 
waste storage areas. 

(d) Contracts (or agreements) with cleaners, building managers and 
tenants must clearly outline the waste management and collection 
arrangements, identifying clear roles and responsibilities outlined within 
the approved Operational Waste Management Plan. 

(e) The property manager is responsible for the installation and 
maintenance of all education signage for the respective waste 
stream(s) as requested by the City of Sydney Council responsive to the 
approved Operational Waste Management plan. 

Reason 

To support the safe and efficient scheduled Council waste collection service 
and ensure the impacts of waste management on the public domain and 
public health are minimised. 

  

70



SCHEDULE 2 

PRESCRIBED CONDITIONS 

The applicant must comply with all relevant conditions  contained in Part 4, Division 2, 
Subdivision 1 of the Environmental Planning and Assessment Regulation, 2021 which 
apply to the development. 

Refer to the New South Wales State legislation for full text of the clauses under Part 4, 
Division 2, Subdivision 1 of the Environmental Planning and Assessment Regulation, 
2021. This can be accessed at: http://www.legislation.nsw.gov.au. 
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