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Council Investigation Officer Inspection and Recommendation Report; Clause 17(2) 
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Act) 

 
File:  CSM  3289708                 Officer: Muhammad Hassan  Date: 27 March 2025 
 
Premises: 1 - 59 Quay Street, Haymarket “Building 5, University of Technology Sydney” 

 
Executive Summary  

 
The City received correspondence from the Commissioner of Fire and Rescue NSW (FRNSW) in 
relation to the subject premises dated 3 February 2025 with respect to matters of fire safety. 

The premises contains 6 buildings that are used predominately for educational and administrative 
purposes. The buildings range in height from 2 to 5 levels. 
 
The City inspected the premises on 26 March 2025, accompanied by the building services and 
operations manager and fire consultant. This inspection identified fire safety provisions requiring 
maintenance, which can be addressed under the City’s instruction.  
 
Chronology  

Date Event 

3 February 2025 FRNSW correspondence received regarding premises 1 - 59 Quay Street, 
Haymarket 

26 March 2025 An inspection of the subject premises was undertaken with the building 
services and operations manager and several fire safety consultants. 

The inspection revealed that the building contained the following maintenance 
issues: 

1. The fire indicator panel contained a fault. 

2. The glass cover to the mimic panel in ‘block c’ contained stains and the 
wording on the mimic panel could not be read. 

3. The sprinkler block plan and the fire hydrant block plans are missing 
information that is required by the relevant Australian Standard. 

4. Boost pressure and test pressure signage was not provided at the fire 
hydrant booster assembly. 

5. Signage indicating the maximum allowable inlet pressure was not 
located at the sprinkler booster assembly. 

6. Clearances between sprinkler and hydrant booster equipment and the 
sprinkler and hydrant booster cabinet fail to meet the requirements of 
the relevant Australian Standard. 

7. A 150mm diameter pressure gauge indicating the pressure at the pump 
discharge pipe/manifold and an engraved warning sign has not been 
provided at the fire hydrant booster assembly. 



 

 
 

Fire and Rescue NSW Report 
 
Fire and Rescue NSW conducted an inspection of the subject premises on 13 November 2024. 
 
The report from FRNSW detailed a number of issues as shown in the table below.  
 

Ref Issue City response 

1. Essential Services 

i. At the time of the inspection, the Fire Detection 
Control and Indicating Equipment (FDCIE) 
displayed one fault. 
 

The City’s inspection on 26 March 2025 
observed the FDCIE displayed a single 
fault. Consequently, the City issued 
written compliance instructions, requiring 
the issue to be rectified by 4 April 2025.  
 
On 1 April 2025 the City received 
confirmation from the owner's 
representative that the single fault on the 
fire indicator panel has been rectified, 
and the system now shows no faults. 

2.  Fire Hydrant System 

i. The block plan provided at the booster 
assembly does not include all the relevant 
information.  
 

The City’s inspection on 26 March 2025 
identified missing information on the 
block plan.  Consequently, the City 
issued written compliance instructions, 
requiring the issue to be rectified by 27 
May 2025. Follow-up inspections will be 
conducted to ensure the work is 
completed, addressing this issue. 

ii. A block plan has not been provided at the 
pump room, contrary to the requirements of 
Clause 11.5. 

The City’s inspection on 26 March 2025 
identified the block plan was not at the 
pump room. Consequently, the City 
issued written compliance instructions, 
requiring the issue to be rectified by 27 
May 2025. Follow-up inspections will be 
conducted to ensure the work is 
completed, addressing this issue. 

iii. The internal hydrants throughout the 
premises not located within the required fire-
isolated stairways.  

The fire hydrant booster was installed 
under Ordinance 70 and there were no 
requirements to install fire hydrants 
within the fire isolated exit stair. As the 
building is existing, it is not required to 
comply with current building code 
requirements and no action is required to 
address this.  

28 March 2025 The City issued a corrective action letter detailing fire safety maintenance to be 
completed in three stages, namely by 4 April 2025, 27 May 2025 and 26 June 
2025.  

1 April 2025 The City received confirmation from the owner's representative that the single 
fault on the fire indicator panel has been rectified, and the system now shows 
no faults. 



 

Ref Issue City response 

iv. Boost pressure and test pressure signage 
was not provided at the booster assembly. 
 

The City’s inspection on 26 March 2025 
identified missing signage.  
 
Consequently, the City issued written 
compliance instructions, requiring the 
issue to be rectified by 27 May 2025. 
Follow-up inspections will be conducted 
to ensure the work is completed, 
addressing this issue. 

v. The booster enclosure is not appropriately 
sized and is not capable of housing all the 
required equipment. Clearances between the 
installed fire equipment and the inside of the 
cabinet fail to meet current code 
requirements.  

The fire hydrant booster was installed 
under Ordinance 70 and there were no 
clearance requirements under this code. 
Although it will be a little more difficult to 
operate the equipment, FRNSW can still 
operate the equipment, addressing this 
issue. 

vi. The block plan indicates that the booster 
assembly may be connected ‘in series’ with 
the fixed on-site fire pump. In this regard, a 
150mm diameter liquid filled pressure gauge 
indicating the pressure at the pump 
discharge pipe/manifold and an engraved 
warning sign is not provided at the booster 
assembly.  
 

The City’s inspection on 26 March 2025 
identified the pressure gauge and 
warning sign was not provided. 
Consequently, the City issued written 
compliance instructions, requiring the 
issue to be rectified by 26 June 2025. 
Follow-up inspections will be conducted 
to ensure the work is completed, 
addressing this issue. 

vii. An isolating valve has not been provided 
immediately downstream of the boost inlet 
connection. 
 

The City’s inspection observed the 
building’s fire hydrant booster was 
installed under Ordinance 70 and parts of 
the fire hydrant system serving the 
building were upgraded to Australian 
Standard AS 2419.1-1994. The 
inspection also observed that valves are 
not fitted to the boost inlet as required by 
this standard. Consequently, the City 
issued written compliance instructions, 
requiring the issue to be rectified by 26 
June 2025. Follow-up inspections will be 
conducted to ensure the work is 
completed, addressing this issue. 

3. Automatic Fire Sprinkler System 

i. A plan of risk (block plan) was not provided 
adjacent to the sprinkler booster.  

The City’s inspection on 26 March 2025 
identified missing information on the 
block plan. Consequently, the City issued 
written compliance instructions, requiring 
the issue to be rectified by 27 May 2025. 
Follow-up inspections will be conducted 
to ensure the work is completed, 
addressing this issue. 

ii. The plan of risk (block plan) provided at the 
pump room does not include all the relevant 
information. 

The City’s inspection on 26 March 2025 
identified missing information on the 
block plan. Consequently, the City issued 
written compliance instructions, requiring 
the issue to be rectified by 27 May 2025. 
Follow-up inspections will be conducted 



 

Ref Issue City response 

to ensure the work is completed, 
addressing this issue.  

iii. Feed fire hydrants have not been installed 
onsite adjacent to the booster inlet 
connections. 
 
 

The sprinkler booster was installed to 
Australian Standard AS 2118 – 1982 and 
there were no requirements to install 
feed fire hydrants under this standard. 
Even under Australian Standard AS 
2118.1-1999 there are no requirements 
to install feed fire hydrants providing that 
a street hydrant is located within 20m of 
a fire brigade pump appliance that could 
be parked within 15m of the inlet 
boosters. A street hydrant is located 
within such a location, addressing this 
issue. 

iv. The booster enclosure is not appropriately 
sized and is not capable of housing all the 
required equipment. Clearances between the 
installed fire equipment and the inside of the 
cabinet fail to meet current code 
requirements.  

The sprinkler booster was installed under 
Ordinance 70 and there were no 
clearance requirements under this code. 
Although it will be a little more difficult to 
operate the equipment, FRNSW can still 
operate the equipment, addressing this 
issue.  

4. Annual Fire Safety Statement (AFSS) 

i. At the time of the inspection, the AFSS that 
was displayed did not appear to be up to date  
 

The City’s inspection on 26 March 2025 
identified the AFSS was correctly dated. 
Addressing this issue.  

 
FRNSW have recommended that the City inspect the subject premises and appropriately address 
noted (and other) deficiencies identified on the premises.  
 
Council Investigation Officer Recommendations 
 
Issue 
Order 
(NOI) 

Issue 
emergency 
Order 

Issue a 
compliance 
letter of 
instruction 

Cited 
Matters 
rectified 

Continue to undertake 
compliance action in 
response to issued 
Council 
correspondence 

Continue with 

compliance 

actions under the 

current Council 

Order 

Other  
(to 
specify) 

 
As a result of the above site inspection undertaken by Council’s investigation officers a corrective 
action letter was issued on 28 March 2025 to the building owners to address the fire safety 
deficiencies identified by the City and FRNSW.  
 
It is recommended that the Commissioner of FRNSW be informed of the City’s decision.  
  



 

 



 

 



 

 



 

 



 

 


